
J
A
C
K
L
IN
K
S

R
A
C
K

PREPAID

HANDS ETS

O
T
H
E
R

T
O
B
A
C
C
O
 4

F
T

J
A
C
K
L
IN
K
S

R
A
C
K

EASEAS

HL

1 2 3 4 5 6

A

23' - 4" 32' - 3" 28' - 6" 30' - 2" 25' - 1"

140' - 8 1/4"

7
6
' -

 8
"

PRELIMINARY
NOT FOR

CONSTRUCTION

Revision DescriptionRevision Date

Graphic Scale

Drawn by:

Harriman Project No.

1"0"

(scale measures 1" when plotted at full size)

ISSUED FOR REVIEW

JUNE 5, 2024

NAPLES, MAINE

DOLLAR GENERAL
642 ROOSEVELT TRAIL

A10-1

FIRST FLOOR PLAN

LMM

23552

SCALE:  1/8" = 1'-0"

FIRST FLOOR PLAN
A1



EQEQEQEQEQ

9

8

21

111010

19 9 9 9 9

X3

X3

8

26

RTU DUCTWORK,
TYP.4

EQ EQ

3030 30 30 30

X4 X4 X4 X4

CUPOLA

31
16

6
' -

 0
"

X3X6 X3X6 X3X6 X3X6 X3X6

T
O

 J
 -

 B
O

X
 T

Y
P

.

1
2
' -

 6
"

X3

SPLIT FACE 
BLOCK

X1

X4

30' - 3 1/2" 30' - 3 1/2" 31' - 3 1/2"

X1

X4X4X4

X13X9X13 X9

X3

X1

X1

X6 X3 X6 X3 X6 X3 X3X3X3X3X3X7 X10X7 X7 X7 X7

30' - 3 1/2"

16A

7A7 127A7 127A7 127A 7

14

8 8 TYP.

21 TYP.

17

2

4

4 4 4

1
0
' -

 0
"

11 10 1110

2
9
' -

 0
"

CUPOLA

8" 4' - 10" 8"

5
' -

 1
 1

/4
"

31

6
' -

 0
"

X3

X7

X1

HARDIE TRIM,
TYP.

X3

24" ATTIC VENT, TYP.

CON'T RIDGE VENT ,
TYP.

X15

X7

X1

X9

X4X4 RTU DUCTWORK,
TYP.

5

12

1
3
' -

 8
 3

/4
"

1
3
' -

 8
 3

/4
"

19

16

16A

16

16A

9 9

21

X3X3

29

CUPOLA

9' - 10"TYP.

EQ

TYP.

EQ

31

X3

X7

X1

SPLIT FACE 
BLOCK

NOTE: SIGNAGE SHOWN 
ILLUSTRATIVELY, PACKAGE 
TO BE SUBMITTED UNDER 
SEPERATE PERMIT

HARDIE TRIM,
TYP.

ALIGN LIGHTING WITH CL 
OF SHUTTERS,
TYP.

X3

1
3
' -

 8
 3

/4
"

X3

X7

X1

X3

X10 X3 X3X4 X4X6

13

4 4 4

21

28
TYP.

1

ADDRESS #

INSULATED
ENTRY DOORS

24" ATTIC VENT, TYP.

CON'T RIDGE VENT ,
TYP.

X15

X9

X3X6 X3X6

EQ 3' - 6" EQ

14' - 9"

1
9
' -

 0
"

CUPOLA

2
' -

 1
 1

/2
"

EXTERIOR FINISH SCHEDULE

X1

X1a

X2

X2a

X3

X4

X5

X6

X7

X8

X9

X10

X11

X12

X13

X14

X15

MATERIAL/ MFG.

HARDIEE-PLANK LAP SIDING 
(HORIZONTAL)

METAL PANEL (VERTICAL)

HARDIE-TRIM

SPLIT FACE BLOCK

MTL CANOPY

SURFACE APPLIED FIXED 
SHUTTERS

GUTTER & DOWNSPOUT

NOT USED

RIDGE VENT

INSULATED SLIDING ENTRY 
DOORS

METAL DOOR & FRAME

ARCH ASPHALT SHINGLES

PVC VENTS

COLOR/ NO.

COLOR: SW 7037 BALANCED 
BEIGE

COLOR: ARTIC WHITE

TO MATCH COLOR: SW 7032
WARM STONE

COLOR: DARK BRONZE
                     TO MATCH 

COLOR: SW 7041
VAN DYKE BROWN

COLOR: DARK BRONZE

-

COLOR: WHITE

COLOR: DARK BRONZE

COLOR TO MATCH 

COLOR: BARKWOOD

COLOR: WHITE TO MATCH

NOTES

PRE-FINISHED; 4" EXPOSURE

PRE-FINISHED

PAINTED

MATERIAL/ MFG. TBD

PRE-FINISHED

PAINTED

-

PRE-FINISHED

CLEAR GLAZING

PAINTED

GAF TIMBERLINE

PRE-FINISHED

HARDIEE-PLANK LAP SIDING 
(VERTICAL)

COLOR: SW 7037 BALANCED 
BEIGE

PRE-FINISHED; 4" EXPOSURE

HARDIEE-PLANK LAP SIDING 
(VERTICAL)

COLOR: SW 7041
VAN DYKE BROWN

PRE-FINISHED; 4" EXPOSURE

COLOR: SW 7037 BALANCED 
BEIGE

PRE-FINISHED

NOT USED - -

NOT USED - -

X11

X1

X3

TAG

FRONT

ROOSEVELT TRAIL

L
E

F
T R

IG
H

T

BACK

NOTE: 'FRONT 
ELEVATION' VIEW 
FACES STREET 
'ROOSEVELT 
TRAIL'

KEY PLAN - NOT TO SCALE

BUILDING 
PERIMETER

N

PRELIMINARY
NOT FOR

CONSTRUCTION

Revision DescriptionRevision Date

Graphic Scale

Drawn by:

Harriman Project No.

1"0"

(scale measures 1" when plotted at full size)

ISSUED FOR REVIEW

JULY 26, 2024

NAPLES, MAINE

DOLLAR GENERAL
642 ROOSEVELT TRAIL

A20-1

EXTERIOR ELEVATIONS

LMM

23552

SCALE:  1/8" = 1'-0"
A1
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  FRONT ELEVATION 

KEY NOTES

1 SIGN FURNISHED AND INSTALLED
BY DOLLAR GENERAL CORP. WITH
CIRCUIT AS NOTED ON ELECTRICAL
PLAN. SIGN TO BE CENTERED ON
FRONT OF BUILDING. CONTRACTOR
IS TO PROVIDE ADEQUATE
BLOCKING AS REQUIRED BY DSIGN
MANUFACTUER TO SUPPORT SIGHT
WEIGHT UP TO 1,400 LBS.
COORDINATE THE PROPER
SIGNAGE TO BE USED WITH DOLLAR
GENERAL.

2 LED SECURITY LIGHT. REFER TO
ELECTRICAL DRAWINGS FOR
ADDITIONAL INFORMATION.

4 LED WALL PACK. REFER TO
ELECTRICAL DRAWINGS FOR
ADDITIONAL INFORMATION

7 CLADDING SEE A50-1 FOR
EXTERIOR FINISHED SCHEDULED

7A CLADDING SEE A50-1 FOR
EXTERIOR FINISHED SCHEDULED

8 PRE-FINISHED METAL GUTTER AND
DOWNSPOUT

9 CLADDING SEE A50-1 FOR
EXTERIOR FINISH SCHEDULE

10 ROOFING SEE A50-1 FOR EXTERIOR
FINISH SCHEDULED

11 RIDGE VENT AT TOP OF GABLES

12 CLADDING SEE A50-1 FOR
EXTERIOR FINISH SCHEDULED

13 VENT FOR RESTROOM EXHAUST.
REFER TO MECHANICAL DRAWINGS
FOR MORE INFORMATION

14 DOOR BUZZER. REFER TO
ELECTRICAL DRAWINGS FOR MORE
INFORMATION.

16 HVAC UNITS ON CONCRETE PADS.
REFER TO MECHANICAL DRAWINGS
FOR MORE INFORMATION.

16A SUPPLY AND RETURN DUCTS FROM
HVAC UNITS TO BUILDING - SEE
MECHANICAL DRAWINGS FOR MORE
INFORMATION

17 OUTSIDE AIR TEMP. SENSOR
MOUNTED OVER RECEIVING DOORS
@ 8' - 0" A.F.F.

19 FINISHED GRADE AT EXTERIOR
WALLS SHALL BE A MINIMUM OF 6"
BELOW FINISHED FLOOR AT ALL
NON PAVED AREAS

21 PRE-FINISHED RAKE TRIM AND/OR
FASCIA TRIM OVER FASCIA BOARDS

26 CONCRETE PAD FOR MECHANICAL
UNITS - SEE STRCUTRAL DRAWINGS

28 1/2" DIAMETER x 6" LONG STAINLESS
STEEL EYE BOLTS (CLOSED) WITH 1"
DIAMETER OPENINGS

29 MOUNT SATELLITE DISH TO HVAC
STAND AND RAISE ABOVE HVAC
UNITS - RUN CONDUIT FROM DISH
TO BUILDING INTO CABLE TRAY

30 WINDOWS WITH BLACKOUT GLASS

31 STRAIGHT SHADOWBOX PRIVACY
FENCING



NEW BUILDING SIGN

METAL STREET 
ADDRESS 
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⠀
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PLASTIC RESIN SIGN

CMU BEYOND

PRECAST CAP LOW

PRECAST CAP HIGH

CMU BASE

ANCHOR BOLTS

GRADE

FOUNDATION

FRONT

VIEW

REAR

VIEW

TOP

VIEW

NOTE: NUMBER OF BOARDS
WILL VARY DEPENDING ON
SPACE BETWEEN BOARDS AND
ACTUAL WIDTH OF BOARDS.
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SIGN SPECIFICATIONS

1. BUILDING SIGNS:  PROVIDE CONDUIT AND WIRE FROM ELECTRICAL PANEL TO THE SIGN CANOPY.  THE 
CONDUIT IS TO BE 1" AND HAVE ONE SET OF 10/2 WIRE WITH GROUND.   BUILDING CANOPY MUST BE 
SUFFICIENTLY BUILT TO SUPPORT THE DOLLAR GENERAL SIGN OF UP TO 1400 LBS.  NOTE:  IF THE LEASE 
SPECIFIES A 5'-0" X 40'-0" BUILDING SIGN OR 24" LETTER SET (OR LARGER), 2 qty. - 10/2 WIRE WITH GROUND.

2. PYLON SIGNS:  PROVIDE CONDUIT FROM ELECTRICAL PANEL TO LOCATION OF THE PYLON SIGN BASE.  
BURY CONDUIT UNDER PARKING AREA.  THE CONDUIT IS TO BE 1" AND HAVE ONE SET OF 10/2 WIRE WITH 
GROUND.

3. FINAL ELECTRICAL CONNECTIONS FOR SIGN SHALL BE THE SIGN VENDORS RESPONSIBILITY SINCE THE 'J' 
BOX AND WIRES ARE IN PLACE.

4. SEE CHART ABOVE FOR SIGN SPECIFICATIONS.

5. SEE SHEET A8 FOR SIGN BRACING DETAILS.

6.  PYLON SIGN CABINETS TO CLEAR 15'  FROM GRADE AND EDGE SHALL BE LOCATED NO CLOSER THAN 10' 
TO ANY OVERHEAD UTILITY LINES.

14' - 9"

2
' -

 1
 1

/2
"

MAIN BUILDING SIGNAGE
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NEW MONUMENT SIGN

SCALE:  1/2" = 1'-0"
A3

  MONUMENT SIGN ELEVATION 

SCALE:  1/2" = 1'-0"
A2

  MONUMENT SIGN SECTION 

SCALE:  1/4" = 1'-0"
A1

  STRAIGHT SHADOWBOX PRIVACY FENCING 

SCALE:  1/2" = 1'-0"
A4

  WALL SIGN 
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GENERAL NOTES

SYMBOLS LEGEND

1. SEE DETAIL XX/G00-2 FOR CODE REQUIRED 
ACCESSIBLE SIGNAGE MOUNTING HEIGHTS AND 
DETAIL XX/G00-2 FOR ACCESSIBLE SIGNAGE 
LOCATIONS AT DOORS.

2. SEE DETAIL XX/G002-1 FOR FIRE EXTINGUISHER & 
FIRE EXTINGUISHER CABINET MOUNTING HEIGHTS. 

3. SPRINKLER/ FIRE ALARM SYSTEM TO BE DESIGNED 
PER NFPA 13 & 72 (2013) STANDARDS 
RESPECTIVELY.

182

340

A:

P:

EXIT AT GRADEEXIT 

2A:

EXIT LOCATION

EXIST ACCESS
ACTUAL OCCUPANT 
EGRESS AT OPENING

EXIT  
(A:) ACTUAL OCCUPANT 
EGRESS AT OPENING 
AND 
(P:) PROVIDED EGRESS 
CAPACITY OF OPENING 

TRAVEL DISTANCE 
MARKERS AND PATH 

FEC
FIRE EXTINGUISHER 
CABINET 

FE FIRE EXTINGUISHER 

PARTITION RATING LEGEND

1 HOUR RATED FIRE 
BARRIER

EXIT SIGN (LITE ONE SIDE)

EXIT SIGN (LITE TWO SIDES)

EXIT SIGN (LITE & DIRECTION 
ARROWS TWO SIDES )

EMERGENCY LIGHT 

EXIT SIGN (LITE & DIRECTION 
ARROWS ONE SIDE)

CODE ANALYSIS
APPLICABLE CODES:
STATE BUILDING CODES:

• INTERNATIONAL BUILDING CODE (IBC) WITH AMENDMENTS - EFFECTIVE DATE 2015
• INTERNATIONAL ENERGY CONSERVATION CODE (IECC) WITH AMENDMENTS -

EFFECTIVE DATE 2015
• INTERNATIONAL MECHANICAL CODE (IMC) WITH AMENDMENTS - EFFECTIVE 

DATE 2015
• UNIFIED PLUMBING CODE (UPC) WITH AMENDMENTS - EFFECTIVE 

DATE 2021

NATIONAL FIRE PROTECTION ASSOCIATION CODES:
• FIRE CODE (NFPA 1) - EFFECTIVE DATE 2018
• STANDARD FOR THE INSTALLATION OF SPRINKLER SYSTEMS (NFPA 13) -

EFFECTIVE DATE 2016
• NATIONAL ELECTRICAL CODE (NFPA 70) - EFFECTIVE DATE 2020
• NATIONAL FIRE ALARM AND SIGNALING (NFPA 72) - EFFECTIVE DATE 2019
• LIFE SAFETY CODE (NFPA 101) - EFFECTIVE DATE 2018

ACCESSIBILITY REQUIREMENTS:
• AMERICANS WITH DISABILITIES ACT - EFFECTIVE DATE 2010
• INTERNATIONAL CODE COUNCIL ACCESSIBLE AND USABLE BUILDINGS AND 

FACILITIES (ICC A117.1) - EFFECTIVE DATE 2009

OTHER STANDARDS:
• ASHRAE / IES STANDARD 90.1 - EFFECTIVE DATE 2013

CONSTRUCTION TYPE
IBC - CHAPTER 6 NFPA - 5000 CHAPTER 7

TYPE V (000) 
COMBUSTIBLE, 
UNPROTECTED

TYPE VB, 
COMBUSTIBLE, 
UNPROTECTED

OCCUPANCY CLASSIFICATIONS AND USE

IBC - CHAPTER 3 NFPA - 101 CHAPTER 6

M - MERCANTILE M - MERCANTILE - ORDINARY HAZARD

REQUIRED RATING OF BUILDING ELEMENTS 
BASED ON CONSTRUCTION TYPE

IBC 
TABLE 601

RATINGS REQUIRED 
IN HOURS

BUILDING ELEMENT

EXTERIOR BEARING 
WALLS

INTERIOR BEARING 
WALLS

COLUMNS

FLOORS AND ASSOCIATED 
SECONDARY MEMBERS

ROOF CONSTRUCTION AND 
ASSOCIATED SECONDARY 

MEMBERS

0

0

0

0

0

ENERGY CODE

• PER IECC FIGURE C301.1 & TABLE C301.1  CLIMATE ZONE IS 6A
• BUILDING SHALL COMPLY WITH ANSI/ASHREA 90.1

ROOF - ATTIC & OTHER

ENVELOPE 
COMPONENT

WALLS - ABOVE GRADE 
WOOD FRAMED & OTHER

IECC REFERENCE

TABLE C402.1.3

MINIMUM R OR U 
VALUE

R-49

THERMAL ENVELOPE REQUIREMENTS

TABLE C402.1.3
R-13 & R-7.5ci

OR 
R20 & R-3.8ci

TABLE C402.1.3 R-.7.5ci

TABLE C402.1.3 R10 FOR 24" 
BELOW

WALLS - BELOW GRADE

FLOORS - SLAB ON
GRADE UNHEATED

U TO R VALUE 
CONVERSION

-

-

-

-

DOORS - OPAQUE 
NONSWINGING

TABLE C402.1.3 R-4.75 -

FENESTRATION -
VERTICAL FIXED

TABLE C402.4 U-.36 -

W/IN 45DEG OF NORTH

ORIENTATION

ALL OTHER DIRECTIONS

ANTICIPATED 
PROJECTION 
FACTOR (PF)

PF<0.2

FENESTRATION SOLAR HEAT GAIN COEFFICIENT REQUIREMENTS IECC TABLE C402.4

FENESTRATION -
ENTRANCE DOORS

TABLE C402.4 U-.77 -

MAXIMUM SHGC

.53

.40PF<0.2

402.4.1 MAXIMUM AREA FOR VERTICAL FENESTRATION (NOT INCLUDING OPAQUE 
DOORS AND SPANDREL PANELS) SHALL NOT BE GREATER THAN 30% OF THE GROSS 
ABOVE-GRADE AREA. 

REQUIRED RATING OF BUILDING 
ELEMENTS BASED ON SEPARATION 

DISTANCE

IBC
TABLE 602

RATINGS REQUIRED 
IN HOURS

SEPARATION 
DISTANCE

0 TO 5 FEET

> 5 FEET TO ≤ 10 FEET

> 10 FEET TO ≤ 30 FEET

> 30 FT

2

1

0

0

BUILDING HEIGHTS AND AREAS

ALLOWABLE AND PROPOSED HEIGHTS, STORIES, AND AREAS

M

USE 
CLASS

PROPOSED

60 60 2 2 36,000

IBC 
TABLE 506.2
ALLOWABLE

CLASS B 
(> 3,000 & 
< 30,000)

OCCUPANT LOAD

IBC - TABLE 1004.5 NFPA - 101 TABLE 7.3.1.2

LOAD FACTORS PER PERSON
SPACE / FUNCTION

ACCESSORY STORAGE & 
MECHANICAL (S-2)

STORAGE, STOCK, 
SHIPPING AREAS

BUSINESS*

300 gsf

300 gsf

100 gsf

MAX PROBABLE AT ANY TIME

MAX PROBABLE AT ANY TIME

CALCULATED OCCUPANT LOAD

LEVEL
OCCUPANCY 

CLASSIFICATION

1 

TOTAL BUILDING OCC LOAD

AREA (SF)

32

1,182

80

OCCUPANT 
COUNT 

1

4

1

305

ASSEMBLY AREAS (UN-
CONCENTRATED)* 15 nsf 15 nsf

150 gsf

ACCESSORY STORAGE & 
MECHANICAL

STORAGE, STOCK, 
SHIPPING AREAS

BUSINESS

ASSEMBLY AREAS (UN-
CONCENTRATED)

MERCANTILE 60 gsf 30 gsf

126 9

8,654 290MERCANTILE

ALLOWABLE TRAVEL DISTANCES

DEADENDS 

EGRESS 
COMPONENT

COMMON PATH

IBC 

MAXIMUM TRAVEL DISTANCE IN FEET

NFPA 101

50 (36.2.5.2.1)

OCCUPANCY 
CLASS

MAX TRAVEL TO 
EXIT ACCESS

FULLY SPRINKLERED 
MAX 
OCC 
LOAD

75 (TABLE 1006.2.1)

REMOTENESS

250 (TABLE 1017.2)

1/3 THE LENGTH OF THE MAXIMUM DIAGONAL DIMENSION OF AREA SERVED 
(SEE 1007.1.1(2))

MERCANTILE
(M)

49

--

250 (36.2.6.2)

50 (1020.4)

TRAVEL DISTANCES

PATH CHECK

TO

DISTANCE

127'-6" OK, < MAX ALLOWABLE EXIT ACCESS DISTANCE OF 250'-0"

TO 73'-01" OK, < ALLOWABLE COMMON PATH DISTANCE OF 75'-0"

MEANS OF EGRESS SIZING 

STAIRS

EGRESS COMPONENT

OTHER COMPONENTS

EGRESS CAPACITY FACTOR / MIN. WIDTH

.2 INCH - IBC 1005.3.1 
( EXCEPTION 1)

.15 INCH - IBC 105.3.2 
( EXCEPTION 1)

CORRIDORS*
44" (TABLE 1020.2)

*NO RATING REQUIRED PER IBC TABLE 1020.1 & NFPA 101 36.3.6.1 (1),(2)&(3)

FENESTRATION -
VERTICAL OPERABLE

TABLE C402.4 U-.43 -

FIXTURE COUNT BY OCCUPANCY

MEAN EUI = XXX kBtu/FT2/Yr

NFPA 5000 
TABLE 
7.2.1.1

0

0

0

0

0

NFPA 5000 
TABLE 
7.3.2.1

2

1

0

0

SPRINKLERED 

IBC 
TABLE 504.3
ALLOWABLE

HEIGHT IN FEET NUMBER OF STORIES

IBC 
TABLE 504.4 
ALLOWABLE

AREA (SF)

NFPA 5000 
TABLE 7.4.1
ALLOWABLE

NFPA 5000 
TABLE 7.4.1
ALLOWABLE

NFPA 101 
CLASS

36.1.2.2.1(2)

PROPOSED PROPOSED

29 1 10,667

*ACCESSORY USE < 50 ppl & < 10% FLOOR AREA

--

100 (36.2.5.3(2))

IBC NFPA - 101 

.3 INCH - NFPA TABLE 7.3.3.1

.2 INCH - NFPA TABLE 7.3.3.1

36" CLEAR WIDTH FOR 
AISLES (36.2.5.5)

36"  WHERE NOT 
SPECIFIED ELSEWHERE IN 

NFPA 101 (7.3.4.1(2))

OCC LOAD
(PER STORY)

NUMBER OF EXITS

1 TO 500

MINIMUM NUMBER OF EXITS OR EXIT ACCESS

2 (TABLE 1006.3.1)

IBC NFPA - 101 

2 (7.4.1.1 & 36.2.4.1(2)&(3)

INTERIOR FINISH CLASSIFICATIONS - SPRINKLERED

INTERIOR WALLS & 
CEILINGS - EXIT & EXIT 
ACCESS ENCLOSURES

COMPONENT

INTERIOR WALLS & 
CEILING - ROOMS & 
ENCLOSED SPACES

B & C (SEE TABLE 803.11 FOR 
SPECIFICS)

C (TABLE 803.11)

INTERIOR FLOOR CLASS I OR II (804.4.2)

IBC NFPA - 101 

CLASS A, B OR C (36.3.3.2)

CLASS I OR II (36.3.3.3.2)

CLASS A, B OR C (36.3.3.2)

MERCANTILE (M)

OCCUPANCY

TOTAL 
OCCUPANT LOAD

MEN'S OCC LOAD

REQUIRED FIXTURES (UPC 2021 TABLE 422.1)

TOILETS LAVATORIES
TUBS & 
SHOWERS

DRINKING
FOUNTAINS

SERVICE 
SINK

WOMEN'S OCC 
LOAD

RATIO COUNT RATIO COUNT RATIO COUNT RATIO COUNTRATIO COUNT

TOTAL REQUIRED 
FIXTURE COUNT

305

153

153

101-200 2

101-200 2

1-200 1

1-200 1

N/A 0

N/A 0

251-500 2 1N/A

2 124 0

DOORS - OPAQUE 
SWINGING

TABLE C402.1.4 U-.37 R~2.7

RECEIVING

103

BREAK RM

108

OFFICE

109

SERVICE

107

WOMEN'S

106

MEN'S

104

SALES AREA

102

VEST

101

HALL

105

MAX DIAGONAL DISTANCE

157' - 
2"

EXIT AT GRADEEXIT 

EXIT AT GRADEEXIT 

No color scheme assigned to view

153

340

A:

P:

4

340

A:

P:
152

170

A:

P:

SEPARATION > 1/3 MAX DIAGONAL DISTANCE

106' - 8 5/8"

FEC

FEC

FEC

EXIT AT GRADEEXIT 
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NAPLES
TAX MAP U02, LOT 25

NOW OR FORMERLY
CHECKPOINT 70, INC.
BOOK 34000, PAGE 58

NAPLES
TAX MAP U02, LOT 26

NOW OR FORMERLY
SYLVAIN F. THERIAULT &

MANON L. COTE
BOOK 32321, PAGE 321

NAPLES
TAX MAP U02, LOT 27

NOW OR FORMERLY
SCOTT POLLACK &
MATTHEW BROOKS

BOOK 32330, PAGE 187

NAPLES
TAX MAP U02, LOT 28

NOW OR FORMERLY
KENNETH FOLEY &

BETH FOLEY
BOOK 31253, PAGE

206

NAPLES
TAX MAP U02, LOT 30

NOW OR FORMERLY
EDMUND D. LIPSON &
PATRICIA J. LIPSON
BOOK 8946, PAGE 342NAPLES

TAX MAP U02, LOT 29

NOW OR FORMERLY
KAREN S. BURRELL &

PHILIP B. BURRELL
BOOK 38242, PAGE 1

NAPLES
TAX MAP U03, LOT 23

NOW OR FORMERLY
MLM REALTY, LLC

BOOK 30357, PAGE 120
(SEE PLAN REFERENCE 2 & 7)

NAPLES
TAX MAP U03, LOT 23

NOW OR FORMERLY
MLM REALTY, LLC
BOOK 30357, PAGE

120
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SCALE:  1/32" = 1'-0"
1 BASEMENT - POWER PLAN

NOTES:
1. ALL FIXTURES SHALL BE FURNISHED COMPLETE WITH ALL HARDWARE, LAMPS, HANGERS, FITTINGS, ETC. FOR A COMPLETE AND PROPER

INSTALLATION.

LIGHTING FIXTURE SCHEDULE

TYPE DESCRIPTION LENS MOUNTING LAMP VOLT WATT MFR CATALOG SERIES
APPROVED

MANUFACTURERS
G SURFACE MOUNT LED WALL PACK CLEAR SURFACE LED 120 V 37 W USLED WPR3-UNVL-37-2-3

0-BZ-PC
APPROVEL EQUAL

H SURFACE MOUNT LED WALL PACK CLEAR SURFACE LED 120 V 37 W USLED WPR3-UNVL-37-2-3
0-BZ-PC

APPROVEL EQUAL

S POLE MOUNTED SITE LIGHTING CLEAR POLE LED 120 V 100 W USLED RCAL-15-UNVL-3-3-
10SP-100W-D1-HSS

-BK

APPROVED EQUAL

ISSUED FOR REVIEW
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GENERAL NOTES
1 ALL EXTERIOR LIGHTING FIXTURES SHALL BE

CONTROLLED VIA PHOTOCELL AND TIME OF
DAY FUNCTION. ALL EXTERIOR LIGHTING
FIXTURES SHALL BE DIMMED TO 50% ONE
HOUR BEFORE CLOSING.

2 AVEREGE FC LEVEL: 3.83FC
MAXIMUM FC LEVEL: 37.9FC
MINIMUM FC LEVEL: 0.2FC
AVERAGE/MINIMUM: 18.9FC
AVERAGE/MAXIMUM: 189.5FC

NOTES:
1. ALL FIXTURES SHALL BE FURNISHED COMPLETE WITH ALL HARDWARE, LAMPS, HANGERS, FITTINGS, ETC. FOR A COMPLETE AND PROPER

INSTALLATION.

LIGHTING FIXTURE SCHEDULE

TYPE DESCRIPTION LENS MOUNTING LAMP VOLT WATT MFR CATALOG SERIES
APPROVED

MANUFACTURERS
G SURFACE MOUNT LED WALL PACK CLEAR SURFACE LED 120 V 37 W USLED WPR3-UNVL-37-2-3

0-BZ-PC
APPROVEL EQUAL

H SURFACE MOUNT LED WALL PACK CLEAR SURFACE LED 120 V 37 W USLED WPR3-UNVL-37-2-3
0-BZ-PC

APPROVEL EQUAL

S POLE MOUNTED SITE LIGHTING CLEAR POLE LED 120 V 100 W USLED RCAL-15-UNVL-3-3-
10SP-100W-D1-HSS

-BK

APPROVED EQUAL
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