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KEY NOTES

1 SIGN FURNISHED AND INSTALLED
BY DOLLAR GENERAL CORP. WITH
CIRCUIT AS NOTED ON ELECTRICAL
PLAN. SIGN TO BE CENTERED ON
FRONT OF BUILDING. CONTRACTOR
IS TO PROVIDE ADEQUATE
BLOCKING AS REQUIRED BY DSIGN
MANUFACTUER TO SUPPORT SIGHT
WEIGHT UP TO 1,400 LBS.
COORDINATE THE PROPER
SIGNAGE TO BE USED WITH DOLLAR
GENERAL.

2 LED SECURITY LIGHT. REFER TO
ELECTRICAL DRAWINGS FOR
ADDITIONAL INFORMATION.

4 LED WALL PACK. REFER TO
ELECTRICAL DRAWINGS FOR
ADDITIONAL INFORMATION

7 CLADDING SEE A50-1 FOR
EXTERIOR FINISHED SCHEDULED

7A CLADDING SEE A50-1 FOR
EXTERIOR FINISHED SCHEDULED

8 PRE-FINISHED METAL GUTTER AND
DOWNSPOUT

9 CLADDING SEE A50-1 FOR
EXTERIOR FINISH SCHEDULE

10 ROOFING SEE A50-1 FOR EXTERIOR
FINISH SCHEDULED

11 RIDGE VENT AT TOP OF GABLES

12 CLADDING SEE A50-1 FOR
EXTERIOR FINISH SCHEDULED

13 VENT FOR RESTROOM EXHAUST.
REFER TO MECHANICAL DRAWINGS
FOR MORE INFORMATION

14 DOOR BUZZER. REFER TO
ELECTRICAL DRAWINGS FOR MORE
INFORMATION.

16 HVAC UNITS ON CONCRETE PADS.
REFER TO MECHANICAL DRAWINGS
FOR MORE INFORMATION.

16A SUPPLY AND RETURN DUCTS FROM
HVAC UNITS TO BUILDING - SEE
MECHANICAL DRAWINGS FOR MORE
INFORMATION

17 OUTSIDE AIR TEMP. SENSOR
MOUNTED OVER RECEIVING DOORS
@ 8' - 0" A.F.F.

19 FINISHED GRADE AT EXTERIOR
WALLS SHALL BE A MINIMUM OF 6"
BELOW FINISHED FLOOR AT ALL
NON PAVED AREAS

21 PRE-FINISHED RAKE TRIM AND/OR
FASCIA TRIM OVER FASCIA BOARDS

26 CONCRETE PAD FOR MECHANICAL
UNITS - SEE STRCUTRAL DRAWINGS

28 1/2" DIAMETER x 6" LONG STAINLESS
STEEL EYE BOLTS (CLOSED) WITH 1"
DIAMETER OPENINGS

29 MOUNT SATELLITE DISH TO HVAC
STAND AND RAISE ABOVE HVAC
UNITS - RUN CONDUIT FROM DISH
TO BUILDING INTO CABLE TRAY

30 WINDOWS WITH BLACKOUT GLASS

07-07-2024 REVISED FOR PLANNING BOARD
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