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June 3, 2024 
230328 
 
 
 
Kathleen Eddy 
Code Enforcement Officer 
Town of Naples 
15 Village Green Lane 
Naples, ME  04055 
 
 
Major Subdivision Application Oak Knoll, off Songo School and Dunton Roads, Tax Map R07-022 
Applicant: Jeffrey and Shelley Juneau 
 
Dear Kathleen: 
 
On behalf of Jeffrey and Shelley Juneau, we are pleased to submit the enclosed plans and associated 
documentation for a Major Subdivision application for the Oak Knoll subdivision located between Songo 
and Dunton Road; Town Tax Map R07, Lot 22, in Naples, Maine. Per a recent email from the Town’s 
Consulting Planner, Jamel Torres, we have provided the requested supplemental information and 
duplicated materials from the November 2023 application to fulfill the Preliminary Application. We had 
thought following Dec 2023 hearing, that we could resubmit the requested materials to the Planning 
Abord, and hopefully move to approval. The Planning Board did feel that this is now a new application 
since it was never recorded, but also understood it is unique given the history of the Subdivision on the 
parcel. 
 
Site History 
 
The proposed subdivision plan amendment is to a subdivision plan previously approved in 1990, but 
never recorded in the Cumberland Count Registry of Deeds. The original layout included a 30-lot 
subdivision with interior roads, called Brandy Heights, however, the name was changed to Oak Knoll 
because the name was already in use elsewhere (April 1989 meeting minutes). A Preliminary approval 
was granted in August 15, 1989. The plan was revised in June 1990 to a 13-lot subdivision, with no 
interior roads, and no interior lots. During the deliberations in June, 1990 a letter provided by the Road 
Commissioner stated Dunton Road was a legal town road for 0.3 mile, which provided sufficient road 
frontage for the entire parcel. A new phosphorus study was submitted as part of the submittal and lots 
were restricted to 10,000-15,000 sf of clearing. Again, the project was approved but unfortunately the 
owner fell ill and the project was not recorded. 
 
Proposed Amendments 
 
The proposed project involves lot renumbering and line adjustments to the subdivision layout.  The 
current owner of the parcel constructed a home off of Songo School Road in the general area of Lots 11-
12 on the previously approved 1990 subdivision plan.  Additionally other lots were broken off over 5 
year increments such that of the original proposed 13 Lots only 9 are currently now part of the 
subdivision. As a result, the subdivision has been modified by out parcel sell offs and by reconfiguration 
of the lot lines within this proposed subdivision plan. The applicant proposes to reconfigure the layout of 
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these lots and renumber them as Lots 1-9, where lot 7 is part of their existing home off Songo School 
Road, and Lot 9 will be a separate lot retained by the owner.  Our intentions are to utilize many of the 
previous lot determinations for septic systems/test pit data, and phosphorus buffers on the individual 
lots. However, due to changes in the Phosphorus/stormwater computations methodology by the Maine 
Department of Environmental Protection, we have updated the Phosphorus Export summary to be in 
compliance with today’s standards.  
    
 
Review Criteria 
 
Per the Town of Naples Land Use Ordinance Section 1000 Subdivision, Purpose and Review Criteria, the 
proposed amended subdivision meets the following review criteria: 
 

1. Will not result in undue water or air pollution. 
The proposed subdivision amendment will not result in undue water or air pollution.  The 
proposed amendment involves small revisions to the existing previously approved subdivision 
that will not result in water or air pollution impacts.  Please see the attached updated 
Phosphorous review. 
 

2. Has sufficient water available for the reasonably foreseeable needs of the subdivision. 
The existing subdivision was previously approved to utilize individual wells. The proposed 
amendment will utilize the previously approved groundwater analysis. However, to address the 
Fire suppression needs of the street, the owner has reviewed the project with the Fire Chief and 
determined that a 15,000-gal fire tank/cistern with a dry hydrant connection will be established 
along Dunton Road at the corner of the newly proposed lot 2.  Please see the plan set. 
  

3. Will not cause an unreasonable burden on an existing water supply, if one is to be utilized. 
The proposed development will not cause an unreasonable burden on the existing water supply.  
The proposed project was originally approved utilizing on site individual wells.  We have added a 
note that the well locations must be 100 feet from any existing or proposed septic field.  Please 
see the plan set. 
 

4. Will not cause unreasonable soil erosion or reduction in the capacity of the land to hold water so 
that a dangerous or unhealthy condition may result. 
The proposed project involves some minor changes to an originally approved plan.  The 
proposed revisions will not cause unreasonable soil erosion or reduction in the capacity of the 
land to hold water.  We have provided a typical individual lot erosion control plan and layout, as 
there will be no internal road, thereby all erosion controls will be based on individual lot home 
construction.  Please see the plan set. 
 

5. Will not cause unreasonable highway or public road congestion or unsafe conditions with respect 
to use of the highways or public roads existing or proposed. 
The proposed amended subdivision does not involve revisions that will cause unreasonable 
highway or public road congestion or unsafe conditions with respect to use of the highways or 
public roads.  The proposed project involves the amendment of an existing, approved 
subdivision with no proposed additional roads.   
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6. Will provide for adequate solid and sewage waste disposal. 
The proposed subdivision amendment will utilize individual trash/solid waste drop off to the 
CASCO/NAPLES BULKY WASTE AND TRANSFER FACILITY, located off Leach Hill Road, in Casco, 
Maine.  Septic will be handled by individual, onsite septic systems.  
 

7. Will not cause an unreasonable burden on the ability of a municipality to dispose of solid waste 
and sewage if municipal service are to be utilized.  
The proposed subdivision will utilize drop off of household and bulky waste via a local annual 
permit at the CASCO/NAPLES BULKY WASTE AND TRANSFER FACILITY. 
 

8. Will not place an unreasonable burden on the ability of the local government to provide 
municipal or governmental services. 
The proposed subdivision will not place an unreasonable burden on the Town of Naples ability 
to provide municipal or governmental services.  The proposed project involves revisions to a 
small, previously approved subdivision.  
  

9. Will not have an undue adverse effect on the scenic or natural beauty of the area, aesthetic, 
historic sites or rare and irreplaceable natural areas. 
The proposed revisions to the previously approved residential subdivision will not result in an 
adverse effect on the scenic and natural beauty of the area.  Please see the plan set for the 
proposed lot layout.  
 

10. Is in conformance with a duly adopted subdivision regulation or ordinance, comprehensive plan, 
development plan or land use plan, if any 
The proposed project involves minor revisions to an existing, previously approved subdivision 
plan.  The revised subdivision plan has been designed to be in conformance with the adopted 
subdivision ordinance.  Please see the plan set. 
 

11. Whenever situated, in whole or in part, within 250 feet of any pond, lake, river, or tidal waters, 
will not adversely affect the quality of that body of water or unreasonably affect the shoreline of 
that body of water and will meet all the requirements of the Naples Shoreland Zoning Ordinance. 
Not applicable. 

 
Waiver Request: 
 

1. We are not sure if this is a technical waiver request of Item Section 1105-2. Submissions U. for 
the Subsurface waste disposal designs of each lot. We are looking to defer the final HHE 200 
septic designs for each lot until such time as the individual owners apply for a building permit. 
Nearly each time the systems are specifically designed they are altered or redone, due to 
changes in flow, location of home, or other site feature proposed. We have provided that the test 
pits on record are excellent soils, with depths ranging from 18” to 30” depth before restrictions 
which far exceeds typical subsurface wastewater requirements. 
 

 
This subdivision plan is unique given its history of having been approved twice but not recorded.  The 
subdivision plan has consistently met the requirements outlined by the Town ordinance and the 
proposed revisions have accounted for any changes in the ordinance since the plan was first approved. 
We have added under one copy the materials and plan updates to reflect approximate building and 
driveway locations as requested.    
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Additionally, we have resubmitted the form for Preliminary Submission as requested. We look forward 
to discussing this plan with the Town further and look forward to being placed on the next available 
agenda.  Please contact me either through e-mail at jseymour@sebagotechnics.com or via phone 200-
2083 if you should have any questions or require additional information. 
 
Sincerely, 
 
SEBAGO TECHNICS, INC. 
 

 
James Seymour, P.E. 
Senior Project Manager 

mailto:jseymour@sebagotechnics.com
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TOWN OF NAPLES 

PLANNING BOARD APPLICATION 
P.O. Box 1757, Naples, Maine 04055 

Phone: (207) 693-6364 / Fax: (207) 693-3667 

'fi'fl/W .townofnEflle�_;, 

Major Subdivision Application (Amendment) 
Date: Jul} 14, 2023 

Owner/Applicant Name: Jeffrey and Shelley Juneau 

Mailing Address: PO Box 1557 Naples ME 04055 

Telephone: 207-655-5903 Email: jsjuneau@gmail.com 

Property Owner: same as applicant 

Property Location: between Duf!!:_on & Son\!.O School Road Map & Lot: _g.o::...7:_·...:..:02=2=-------

Any easements, covenants, or deed restrictions related to the property? __ _ 

Zoning District: Rural -· __ Waivers requested: __________ _
A list must be submitted for waivers 

Name, address, & phone# of applicants engineer, land surveyor or planner: 
Seba!c!_O Technics, Inc. 75 John Roberts Road Suite4A South Portland, ME 04106 
attn James Seymour P.R. 207-200-2083 

The undersigned, being the applicant, owner or legally authorized representatives, states that all 
information contained in this application is true and correct to he be��his/her knowledge and 
her�by does submit the inform�tion for review by t

�
e ow / d �ilac ordance with applicable

ordmances, statues, and regulation of the Town, Stat d E , ral gov ents. 

. .,!J/ "7/1 ,,--

Date: ;{Jov 'J 207. > Signature: · _ 1/'C....----
All a J 1/ications will be reviewed hr a town-co r ,Lann r to ensure all in ormation 

necessarr is Jrovided. Alter )'Our submission, e ll contact .·ou with the total rice and the 
date that }'our aeplication will be reviewed brt he Planning Board. 

Fee Schedule: 
Review Escrow: $2,000.00 
Advertising: $50.00 

Fee per abutter: $1 0. 00 
Residential Subdivision: $500.00 + $500 per proposed lot 
Commercial Subdivision: $750 + $750.00 per proposed lot 
Modification of approved plan: $100.00 + $500/$750 per proposed lot 
Commercial Initial permit: $100.00 

Applicants Total: $ _____ _ 

A preliminary plan must be submitted within six months of a sketch plan. 

Please include one hard copy, and one digital copy of all supporting documents, including a 
letter of intent, when submitting your application to the Administrative Assistant. After it 
is reviewed by a town-contracted planner 9 final copies will be needed before your hearing

date is scheduled. 



TOWN OF NAPLES 
Checklist and Findings of Fact 

Major Subdivision 

Name of Proposed Subdivision: _______________________________________________________ 

Name of Applicant: _______________________________Owner: ___________________________ 

Date Submitted: __________________________________ 

Sketch Plan 
Submissions 

Submitted 
by 

Applicant 

NA Applicant 
Request 

to be 
waived 

Rc
vd. 
By 
PB 

Waive 

Required 

Roads and lot layout on topo map 

Existing site conditions (buildings, wetlands, perennial 
streams, etc. 

Medium intensity soil survey including soil interpretation. 

Available or proposed utilities. 

Existing and proposed covenants or deed restrictions. 

General information, regarding proposal as to typical lot size, 
price range, public access areas, or other pertinent 
information. 

Preliminary Plan 
Submissions 

Submitted 
by 

Applicant 

NA Applicant 
Request 

to be 
waived 

Rc
vd. 
By 
PB 

Waive 

1. Location Map (1 inch = 50 ft.) All areas within 2,000 ft. of
property lines in subdivision.

2. Subdivision name/title and town on plan.

3. Name/address of record owner, sub divider and designer of
plan.

4. Number of acres in subdivision, property lines, easements,
buildings and watercourses.

5. Any subdivisions adjacent to property and owner of record
of adjacent property.

6. Minimum guidelines of applicable zoning boundaries
affecting subdivision.

7. Location and size of water mains, culverts and drains
proposed or existing on property.

8. Names, locations and width of existing and proposed
streets (including grades and profiles), highways, easements,
parks and open spaces.

9. Contour lines; intervals to be determined by Planning
Board.

10. Soils suitability reports for area in subdivision (total area
and lot by lot).

11. Typical cross sections of the proposed grading for
roadways.

12. Date, true north graphic scale.

13. Deed description and survey map certified by registered
land surveyor.

Preliminary Plan 
Submissions 

Submitted 
by 

Applicant 

NA Applicant 
Request 

Rc
vd. 

Waive 

Oak Knoll

Jeffrey and Shalley Juneau same

X

X

previously

X
X
X

X

X
X

X

X

X

X

X

X

previously

X

X

X



to be 
waived 

By 
PB 

14. Water supply provisions.

15. Proposed sewage disposal systems.

16. If private sewage system, location and results of tests.

17. Drainage plan for collecting and discharging stormwater
drainage.

18. Preliminary bridge or culvert designs.

19. Proposed lot lines with dimensions and approximate
location of buildings.

20. Location of temporary markers as allow.

21. Land proposed for open space requirement

22. Location of all natural features to be reserved.

23. Soil erosion and sedimentation control plan composed by
Cumberland County
Soil & Water Conservation District (CCS & W).

Final Plan 
Submissions 

Submitted 
by 

Applicant 

NA Applicant 
Request 

to be 
waived 

Rc
vd. 
By 
PB 

Waive 

1. All information presented on the Preliminary Plan and
location map and any amendments required by Planning
Board.

2. Official stamp of land surveyor, architect, engineer or
consultant who prepared plan.

3. Street names, pedestrian ways, lots, easements and areas
to be reserved for or dedicated to public use.

4. Engineered locations, bearings and lengths or streets, lot
lines and boundary lines physically shown on ground.

5. Length of all straight lines, deflection angles, radii, length of
curves and central angles of all curves, tangent distances and
tangent bearings for each street.

6. Designated open space areas on plan; reference to title
holder/holders.

7. Lots and blocks within subdivision numbered in accordance
with local practice.

8. Permanent reference monuments according to
specifications herein and locations referenced on Final Plan.

9. Open space title and deed documents.

10. Written approval of open space documents by municipal
officers.

11. Performance bond to secure completion of all required
improvements and written approval by municipal officers as to
the sufficiency of said bond.

All of the information has been submitted and _____meets _____does not meet all of the requirements of the Town of 
Naples subdivision ordinance.  The Planning Board has approved the ____sketch ____preliminary ____final with the 
following conditions and waivers: 

_______________________________Planning Board Chair Dated:________________________________ 

X
X

previously

X

X

X
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Preface
Soil surveys contain information that affects land use planning in survey areas. 
They highlight soil limitations that affect various land uses and provide information 
about the properties of the soils in the survey areas. Soil surveys are designed for 
many different users, including farmers, ranchers, foresters, agronomists, urban 
planners, community officials, engineers, developers, builders, and home buyers. 
Also, conservationists, teachers, students, and specialists in recreation, waste 
disposal, and pollution control can use the surveys to help them understand, 
protect, or enhance the environment.

Various land use regulations of Federal, State, and local governments may impose 
special restrictions on land use or land treatment. Soil surveys identify soil 
properties that are used in making various land use or land treatment decisions. 
The information is intended to help the land users identify and reduce the effects of 
soil limitations on various land uses. The landowner or user is responsible for 
identifying and complying with existing laws and regulations.

Although soil survey information can be used for general farm, local, and wider area 
planning, onsite investigation is needed to supplement this information in some 
cases. Examples include soil quality assessments (http://www.nrcs.usda.gov/wps/
portal/nrcs/main/soils/health/) and certain conservation and engineering 
applications. For more detailed information, contact your local USDA Service Center 
(https://offices.sc.egov.usda.gov/locator/app?agency=nrcs) or your NRCS State Soil 
Scientist (http://www.nrcs.usda.gov/wps/portal/nrcs/detail/soils/contactus/?
cid=nrcs142p2_053951).

Great differences in soil properties can occur within short distances. Some soils are 
seasonally wet or subject to flooding. Some are too unstable to be used as a 
foundation for buildings or roads. Clayey or wet soils are poorly suited to use as 
septic tank absorption fields. A high water table makes a soil poorly suited to 
basements or underground installations.

The National Cooperative Soil Survey is a joint effort of the United States 
Department of Agriculture and other Federal agencies, State agencies including the 
Agricultural Experiment Stations, and local agencies. The Natural Resources 
Conservation Service (NRCS) has leadership for the Federal part of the National 
Cooperative Soil Survey.

Information about soils is updated periodically. Updated information is available 
through the NRCS Web Soil Survey, the site for official soil survey information.

The U.S. Department of Agriculture (USDA) prohibits discrimination in all its 
programs and activities on the basis of race, color, national origin, age, disability, 
and where applicable, sex, marital status, familial status, parental status, religion, 
sexual orientation, genetic information, political beliefs, reprisal, or because all or a 
part of an individual's income is derived from any public assistance program. (Not 
all prohibited bases apply to all programs.) Persons with disabilities who require 
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alternative means for communication of program information (Braille, large print, 
audiotape, etc.) should contact USDA's TARGET Center at (202) 720-2600 (voice 
and TDD). To file a complaint of discrimination, write to USDA, Director, Office of 
Civil Rights, 1400 Independence Avenue, S.W., Washington, D.C. 20250-9410 or 
call (800) 795-3272 (voice) or (202) 720-6382 (TDD). USDA is an equal opportunity 
provider and employer.
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How Soil Surveys Are Made
Soil surveys are made to provide information about the soils and miscellaneous 
areas in a specific area. They include a description of the soils and miscellaneous 
areas and their location on the landscape and tables that show soil properties and 
limitations affecting various uses. Soil scientists observed the steepness, length, 
and shape of the slopes; the general pattern of drainage; the kinds of crops and 
native plants; and the kinds of bedrock. They observed and described many soil 
profiles. A soil profile is the sequence of natural layers, or horizons, in a soil. The 
profile extends from the surface down into the unconsolidated material in which the 
soil formed or from the surface down to bedrock. The unconsolidated material is 
devoid of roots and other living organisms and has not been changed by other 
biological activity.

Currently, soils are mapped according to the boundaries of major land resource 
areas (MLRAs). MLRAs are geographically associated land resource units that 
share common characteristics related to physiography, geology, climate, water 
resources, soils, biological resources, and land uses (USDA, 2006). Soil survey 
areas typically consist of parts of one or more MLRA.

The soils and miscellaneous areas in a survey area occur in an orderly pattern that 
is related to the geology, landforms, relief, climate, and natural vegetation of the 
area. Each kind of soil and miscellaneous area is associated with a particular kind 
of landform or with a segment of the landform. By observing the soils and 
miscellaneous areas in the survey area and relating their position to specific 
segments of the landform, a soil scientist develops a concept, or model, of how they 
were formed. Thus, during mapping, this model enables the soil scientist to predict 
with a considerable degree of accuracy the kind of soil or miscellaneous area at a 
specific location on the landscape.

Commonly, individual soils on the landscape merge into one another as their 
characteristics gradually change. To construct an accurate soil map, however, soil 
scientists must determine the boundaries between the soils. They can observe only 
a limited number of soil profiles. Nevertheless, these observations, supplemented 
by an understanding of the soil-vegetation-landscape relationship, are sufficient to 
verify predictions of the kinds of soil in an area and to determine the boundaries.

Soil scientists recorded the characteristics of the soil profiles that they studied. They 
noted soil color, texture, size and shape of soil aggregates, kind and amount of rock 
fragments, distribution of plant roots, reaction, and other features that enable them 
to identify soils. After describing the soils in the survey area and determining their 
properties, the soil scientists assigned the soils to taxonomic classes (units). 
Taxonomic classes are concepts. Each taxonomic class has a set of soil 
characteristics with precisely defined limits. The classes are used as a basis for 
comparison to classify soils systematically. Soil taxonomy, the system of taxonomic 
classification used in the United States, is based mainly on the kind and character 
of soil properties and the arrangement of horizons within the profile. After the soil 
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scientists classified and named the soils in the survey area, they compared the 
individual soils with similar soils in the same taxonomic class in other areas so that 
they could confirm data and assemble additional data based on experience and 
research.

The objective of soil mapping is not to delineate pure map unit components; the 
objective is to separate the landscape into landforms or landform segments that 
have similar use and management requirements. Each map unit is defined by a 
unique combination of soil components and/or miscellaneous areas in predictable 
proportions. Some components may be highly contrasting to the other components 
of the map unit. The presence of minor components in a map unit in no way 
diminishes the usefulness or accuracy of the data. The delineation of such 
landforms and landform segments on the map provides sufficient information for the 
development of resource plans. If intensive use of small areas is planned, onsite 
investigation is needed to define and locate the soils and miscellaneous areas.

Soil scientists make many field observations in the process of producing a soil map. 
The frequency of observation is dependent upon several factors, including scale of 
mapping, intensity of mapping, design of map units, complexity of the landscape, 
and experience of the soil scientist. Observations are made to test and refine the 
soil-landscape model and predictions and to verify the classification of the soils at 
specific locations. Once the soil-landscape model is refined, a significantly smaller 
number of measurements of individual soil properties are made and recorded. 
These measurements may include field measurements, such as those for color, 
depth to bedrock, and texture, and laboratory measurements, such as those for 
content of sand, silt, clay, salt, and other components. Properties of each soil 
typically vary from one point to another across the landscape.

Observations for map unit components are aggregated to develop ranges of 
characteristics for the components. The aggregated values are presented. Direct 
measurements do not exist for every property presented for every map unit 
component. Values for some properties are estimated from combinations of other 
properties.

While a soil survey is in progress, samples of some of the soils in the area generally 
are collected for laboratory analyses and for engineering tests. Soil scientists 
interpret the data from these analyses and tests as well as the field-observed 
characteristics and the soil properties to determine the expected behavior of the 
soils under different uses. Interpretations for all of the soils are field tested through 
observation of the soils in different uses and under different levels of management. 
Some interpretations are modified to fit local conditions, and some new 
interpretations are developed to meet local needs. Data are assembled from other 
sources, such as research information, production records, and field experience of 
specialists. For example, data on crop yields under defined levels of management 
are assembled from farm records and from field or plot experiments on the same 
kinds of soil.

Predictions about soil behavior are based not only on soil properties but also on 
such variables as climate and biological activity. Soil conditions are predictable over 
long periods of time, but they are not predictable from year to year. For example, 
soil scientists can predict with a fairly high degree of accuracy that a given soil will 
have a high water table within certain depths in most years, but they cannot predict 
that a high water table will always be at a specific level in the soil on a specific date.

After soil scientists located and identified the significant natural bodies of soil in the 
survey area, they drew the boundaries of these bodies on aerial photographs and 

Custom Soil Resource Report
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identified each as a specific map unit. Aerial photographs show trees, buildings, 
fields, roads, and rivers, all of which help in locating boundaries accurately.

Custom Soil Resource Report
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Soil Map
The soil map section includes the soil map for the defined area of interest, a list of 
soil map units on the map and extent of each map unit, and cartographic symbols 
displayed on the map. Also presented are various metadata about data used to 
produce the map, and a description of each soil map unit.
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MAP LEGEND MAP INFORMATION

Area of Interest (AOI)
Area of Interest (AOI)

Soils
Soil Map Unit Polygons

Soil Map Unit Lines

Soil Map Unit Points

Special Point Features
Blowout

Borrow Pit

Clay Spot

Closed Depression

Gravel Pit

Gravelly Spot

Landfill

Lava Flow

Marsh or swamp

Mine or Quarry

Miscellaneous Water

Perennial Water

Rock Outcrop

Saline Spot

Sandy Spot

Severely Eroded Spot

Sinkhole

Slide or Slip

Sodic Spot

Spoil Area

Stony Spot

Very Stony Spot

Wet Spot

Other

Special Line Features

Water Features
Streams and Canals

Transportation
Rails

Interstate Highways

US Routes

Major Roads

Local Roads

Background
Aerial Photography

The soil surveys that comprise your AOI were mapped at 
1:24,000.

Warning: Soil Map may not be valid at this scale.

Enlargement of maps beyond the scale of mapping can cause 
misunderstanding of the detail of mapping and accuracy of soil 
line placement. The maps do not show the small areas of 
contrasting soils that could have been shown at a more detailed 
scale.

Please rely on the bar scale on each map sheet for map 
measurements.

Source of Map: Natural Resources Conservation Service
Web Soil Survey URL: 
Coordinate System: Web Mercator (EPSG:3857)

Maps from the Web Soil Survey are based on the Web Mercator 
projection, which preserves direction and shape but distorts 
distance and area. A projection that preserves area, such as the 
Albers equal-area conic projection, should be used if more 
accurate calculations of distance or area are required.

This product is generated from the USDA-NRCS certified data as 
of the version date(s) listed below.

Soil Survey Area: Cumberland County and Part of Oxford 
County, Maine
Survey Area Data: Version 19, Aug 30, 2022

Soil map units are labeled (as space allows) for map scales 
1:50,000 or larger.

Date(s) aerial images were photographed: Jun 19, 2020—Sep 
20, 2020

The orthophoto or other base map on which the soil lines were 
compiled and digitized probably differs from the background 
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MAP LEGEND MAP INFORMATION

imagery displayed on these maps. As a result, some minor 
shifting of map unit boundaries may be evident.
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Map Unit Legend

Map Unit Symbol Map Unit Name Acres in AOI Percent of AOI

BgC2 Nicholville very fine sandy loam, 
8 to 15 percent slopes

0.1 0.1%

DeA Deerfield loamy fine sand, 0 to 
3 percent slopes

0.5 0.5%

DeB Deerfield loamy fine sand, 3 to 
8 percent slopes

2.7 2.6%

HgB Hermon sandy loam, 3 to 8 
percent slopes

4.7 4.5%

HhB Hermon sandy loam, 0 to 8 
percent slopes, very stony

31.4 30.4%

HhC Hermon sandy loam, 8 to 15 
percent slopes, very stony

46.8 45.2%

HlB Hinckley loamy sand, 3 to 8 
percent slopes

0.9 0.9%

HlC Hinckley loamy sand, 8 to 15 
percent slopes

4.6 4.5%

WmB Windsor loamy sand, 0 to 8 
percent slopes

0.3 0.3%

WsB Woodbridge very stony fine 
sandy loam, 0 to 8 percent 
slopes

11.5 11.1%

Totals for Area of Interest 103.4 100.0%

Map Unit Descriptions
The map units delineated on the detailed soil maps in a soil survey represent the 
soils or miscellaneous areas in the survey area. The map unit descriptions, along 
with the maps, can be used to determine the composition and properties of a unit.

A map unit delineation on a soil map represents an area dominated by one or more 
major kinds of soil or miscellaneous areas. A map unit is identified and named 
according to the taxonomic classification of the dominant soils. Within a taxonomic 
class there are precisely defined limits for the properties of the soils. On the 
landscape, however, the soils are natural phenomena, and they have the 
characteristic variability of all natural phenomena. Thus, the range of some 
observed properties may extend beyond the limits defined for a taxonomic class. 
Areas of soils of a single taxonomic class rarely, if ever, can be mapped without 
including areas of other taxonomic classes. Consequently, every map unit is made 
up of the soils or miscellaneous areas for which it is named and some minor 
components that belong to taxonomic classes other than those of the major soils.

Most minor soils have properties similar to those of the dominant soil or soils in the 
map unit, and thus they do not affect use and management. These are called 
noncontrasting, or similar, components. They may or may not be mentioned in a 
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particular map unit description. Other minor components, however, have properties 
and behavioral characteristics divergent enough to affect use or to require different 
management. These are called contrasting, or dissimilar, components. They 
generally are in small areas and could not be mapped separately because of the 
scale used. Some small areas of strongly contrasting soils or miscellaneous areas 
are identified by a special symbol on the maps. If included in the database for a 
given area, the contrasting minor components are identified in the map unit 
descriptions along with some characteristics of each. A few areas of minor 
components may not have been observed, and consequently they are not 
mentioned in the descriptions, especially where the pattern was so complex that it 
was impractical to make enough observations to identify all the soils and 
miscellaneous areas on the landscape.

The presence of minor components in a map unit in no way diminishes the 
usefulness or accuracy of the data. The objective of mapping is not to delineate 
pure taxonomic classes but rather to separate the landscape into landforms or 
landform segments that have similar use and management requirements. The 
delineation of such segments on the map provides sufficient information for the 
development of resource plans. If intensive use of small areas is planned, however, 
onsite investigation is needed to define and locate the soils and miscellaneous 
areas.

An identifying symbol precedes the map unit name in the map unit descriptions. 
Each description includes general facts about the unit and gives important soil 
properties and qualities.

Soils that have profiles that are almost alike make up a soil series. Except for 
differences in texture of the surface layer, all the soils of a series have major 
horizons that are similar in composition, thickness, and arrangement.

Soils of one series can differ in texture of the surface layer, slope, stoniness, 
salinity, degree of erosion, and other characteristics that affect their use. On the 
basis of such differences, a soil series is divided into soil phases. Most of the areas 
shown on the detailed soil maps are phases of soil series. The name of a soil phase 
commonly indicates a feature that affects use or management. For example, Alpha 
silt loam, 0 to 2 percent slopes, is a phase of the Alpha series.

Some map units are made up of two or more major soils or miscellaneous areas. 
These map units are complexes, associations, or undifferentiated groups.

A complex consists of two or more soils or miscellaneous areas in such an intricate 
pattern or in such small areas that they cannot be shown separately on the maps. 
The pattern and proportion of the soils or miscellaneous areas are somewhat similar 
in all areas. Alpha-Beta complex, 0 to 6 percent slopes, is an example.

An association is made up of two or more geographically associated soils or 
miscellaneous areas that are shown as one unit on the maps. Because of present 
or anticipated uses of the map units in the survey area, it was not considered 
practical or necessary to map the soils or miscellaneous areas separately. The 
pattern and relative proportion of the soils or miscellaneous areas are somewhat 
similar. Alpha-Beta association, 0 to 2 percent slopes, is an example.

An undifferentiated group is made up of two or more soils or miscellaneous areas 
that could be mapped individually but are mapped as one unit because similar 
interpretations can be made for use and management. The pattern and proportion 
of the soils or miscellaneous areas in a mapped area are not uniform. An area can 
be made up of only one of the major soils or miscellaneous areas, or it can be made 
up of all of them. Alpha and Beta soils, 0 to 2 percent slopes, is an example.
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Some surveys include miscellaneous areas. Such areas have little or no soil 
material and support little or no vegetation. Rock outcrop is an example.
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Cumberland County and Part of Oxford County, Maine

BgC2—Nicholville very fine sandy loam, 8 to 15 percent slopes

Map Unit Setting
National map unit symbol: 2yjg6
Elevation: 20 to 2,300 feet
Mean annual precipitation: 34 to 50 inches
Mean annual air temperature: 37 to 45 degrees F
Frost-free period: 90 to 160 days
Farmland classification: Not prime farmland

Map Unit Composition
Nicholville and similar soils: 85 percent
Estimates are based on observations, descriptions, and transects of the mapunit.

Description of Nicholville

Setting
Landform: Lakebeds (relict), eskers
Landform position (two-dimensional): Backslope, footslope
Landform position (three-dimensional): Side slope, base slope
Down-slope shape: Linear
Across-slope shape: Linear
Parent material: Coarse-silty glaciomarine deposits

Typical profile
Ap - 0 to 7 inches: very fine sandy loam
Bs - 7 to 19 inches: very fine sandy loam
BC - 19 to 30 inches: very fine sandy loam
C - 30 to 65 inches: loamy very fine sand

Properties and qualities
Slope: 8 to 15 percent
Depth to restrictive feature: More than 80 inches
Drainage class: Moderately well drained
Capacity of the most limiting layer to transmit water (Ksat): Moderately low to 

moderately high (0.14 to 1.42 in/hr)
Depth to water table: About 18 to 30 inches
Frequency of flooding: None
Frequency of ponding: None
Maximum salinity: Nonsaline (0.0 to 1.9 mmhos/cm)
Available water supply, 0 to 60 inches: High (about 10.3 inches)

Interpretive groups
Land capability classification (irrigated): None specified
Land capability classification (nonirrigated): 3e
Hydrologic Soil Group: C
Ecological site: F144BY501ME - Loamy Slope (Northern Hardwoods)
Hydric soil rating: No
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DeA—Deerfield loamy fine sand, 0 to 3 percent slopes

Map Unit Setting
National map unit symbol: 2xfg8
Elevation: 0 to 1,100 feet
Mean annual precipitation: 36 to 71 inches
Mean annual air temperature: 39 to 55 degrees F
Frost-free period: 145 to 240 days
Farmland classification: Farmland of statewide importance

Map Unit Composition
Deerfield and similar soils: 85 percent
Estimates are based on observations, descriptions, and transects of the mapunit.

Description of Deerfield

Setting
Landform: Kame terraces, outwash plains, outwash deltas, outwash terraces
Landform position (three-dimensional): Tread
Down-slope shape: Concave, convex, linear
Across-slope shape: Convex, linear, concave
Parent material: Sandy outwash derived from granite, gneiss, and/or quartzite

Typical profile
Ap - 0 to 9 inches: loamy fine sand
Bw - 9 to 25 inches: loamy fine sand
BC - 25 to 33 inches: fine sand
Cg - 33 to 60 inches: sand

Properties and qualities
Slope: 0 to 3 percent
Depth to restrictive feature: More than 80 inches
Drainage class: Moderately well drained
Runoff class: Negligible
Capacity of the most limiting layer to transmit water (Ksat): Moderately high to very 

high (1.42 to 99.90 in/hr)
Depth to water table: About 15 to 37 inches
Frequency of flooding: None
Frequency of ponding: None
Maximum salinity: Nonsaline (0.0 to 1.9 mmhos/cm)
Sodium adsorption ratio, maximum: 11.0
Available water supply, 0 to 60 inches: Moderate (about 6.5 inches)

Interpretive groups
Land capability classification (irrigated): None specified
Land capability classification (nonirrigated): 2w
Hydrologic Soil Group: A
Ecological site: F144AY027MA - Moist Sandy Outwash
Hydric soil rating: No
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DeB—Deerfield loamy fine sand, 3 to 8 percent slopes

Map Unit Setting
National map unit symbol: 2xfg9
Elevation: 0 to 1,190 feet
Mean annual precipitation: 36 to 71 inches
Mean annual air temperature: 39 to 55 degrees F
Frost-free period: 145 to 240 days
Farmland classification: Farmland of statewide importance

Map Unit Composition
Deerfield and similar soils: 85 percent
Estimates are based on observations, descriptions, and transects of the mapunit.

Description of Deerfield

Setting
Landform: Kame terraces, outwash plains, outwash terraces, outwash deltas
Landform position (three-dimensional): Tread
Down-slope shape: Concave, convex, linear
Across-slope shape: Convex, linear, concave
Parent material: Sandy outwash derived from granite, gneiss, and/or quartzite

Typical profile
Ap - 0 to 9 inches: loamy fine sand
Bw - 9 to 25 inches: loamy fine sand
BC - 25 to 33 inches: fine sand
Cg - 33 to 60 inches: sand

Properties and qualities
Slope: 3 to 8 percent
Depth to restrictive feature: More than 80 inches
Drainage class: Moderately well drained
Runoff class: Very low
Capacity of the most limiting layer to transmit water (Ksat): Moderately high to very 

high (1.42 to 99.90 in/hr)
Depth to water table: About 15 to 37 inches
Frequency of flooding: None
Frequency of ponding: None
Maximum salinity: Nonsaline (0.0 to 1.9 mmhos/cm)
Sodium adsorption ratio, maximum: 11.0
Available water supply, 0 to 60 inches: Moderate (about 6.5 inches)

Interpretive groups
Land capability classification (irrigated): None specified
Land capability classification (nonirrigated): 2w
Hydrologic Soil Group: A
Ecological site: F144AY027MA - Moist Sandy Outwash
Hydric soil rating: No
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HgB—Hermon sandy loam, 3 to 8 percent slopes

Map Unit Setting
National map unit symbol: 2w9r8
Elevation: 0 to 950 feet
Mean annual precipitation: 31 to 65 inches
Mean annual air temperature: 36 to 52 degrees F
Frost-free period: 90 to 160 days
Farmland classification: Farmland of statewide importance

Map Unit Composition
Hermon and similar soils: 90 percent
Estimates are based on observations, descriptions, and transects of the mapunit.

Description of Hermon

Setting
Landform: Hills, mountains
Landform position (two-dimensional): Summit, shoulder, backslope
Landform position (three-dimensional): Mountainbase, interfluve, base slope
Down-slope shape: Convex
Across-slope shape: Convex
Parent material: Sandy and gravelly supraglacial meltout till derived from granite 

and gneiss

Typical profile
Ap - 0 to 9 inches: sandy loam
Bs1 - 9 to 16 inches: very gravelly sandy loam
Bs2 - 16 to 32 inches: extremely gravelly loamy sand
C - 32 to 65 inches: very gravelly coarse sand

Properties and qualities
Slope: 3 to 8 percent
Depth to restrictive feature: More than 80 inches
Drainage class: Somewhat excessively drained
Capacity of the most limiting layer to transmit water (Ksat): Moderately high to high 

(1.42 to 14.17 in/hr)
Depth to water table: More than 80 inches
Frequency of flooding: None
Frequency of ponding: None
Maximum salinity: Nonsaline (0.0 to 1.9 mmhos/cm)
Available water supply, 0 to 60 inches: Low (about 3.9 inches)

Interpretive groups
Land capability classification (irrigated): None specified
Land capability classification (nonirrigated): 2s
Hydrologic Soil Group: A
Ecological site: F144BY601ME - Dry Sand
Hydric soil rating: No
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HhB—Hermon sandy loam, 0 to 8 percent slopes, very stony

Map Unit Setting
National map unit symbol: 2w9rc
Elevation: 0 to 980 feet
Mean annual precipitation: 31 to 65 inches
Mean annual air temperature: 36 to 52 degrees F
Frost-free period: 90 to 160 days
Farmland classification: Not prime farmland

Map Unit Composition
Hermon, very stony, and similar soils: 90 percent
Estimates are based on observations, descriptions, and transects of the mapunit.

Description of Hermon, Very Stony

Setting
Landform: Hills, mountains
Landform position (two-dimensional): Summit, shoulder, backslope
Landform position (three-dimensional): Mountainbase, interfluve, base slope
Down-slope shape: Convex
Across-slope shape: Convex
Parent material: Sandy and gravelly supraglacial meltout till derived from granite 

and gneiss

Typical profile
Oa - 0 to 2 inches: highly decomposed plant material
E - 2 to 3 inches: sandy loam
Bhs - 3 to 9 inches: sandy loam
Bs1 - 9 to 16 inches: very gravelly sandy loam
Bs2 - 16 to 32 inches: extremely gravelly loamy sand
C - 32 to 65 inches: very gravelly coarse sand

Properties and qualities
Slope: 0 to 8 percent
Surface area covered with cobbles, stones or boulders: 1.1 percent
Depth to restrictive feature: More than 80 inches
Drainage class: Somewhat excessively drained
Capacity of the most limiting layer to transmit water (Ksat): Moderately high to high 

(1.42 to 14.03 in/hr)
Depth to water table: More than 80 inches
Frequency of flooding: None
Frequency of ponding: None
Maximum salinity: Nonsaline (0.0 to 1.9 mmhos/cm)
Available water supply, 0 to 60 inches: Low (about 4.2 inches)

Interpretive groups
Land capability classification (irrigated): None specified
Land capability classification (nonirrigated): 6s
Hydrologic Soil Group: A
Ecological site: F144BY601ME - Dry Sand
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Hydric soil rating: No

HhC—Hermon sandy loam, 8 to 15 percent slopes, very stony

Map Unit Setting
National map unit symbol: 2w9rd
Elevation: 0 to 1,080 feet
Mean annual precipitation: 31 to 65 inches
Mean annual air temperature: 36 to 52 degrees F
Frost-free period: 90 to 160 days
Farmland classification: Not prime farmland

Map Unit Composition
Hermon, very stony, and similar soils: 85 percent
Estimates are based on observations, descriptions, and transects of the mapunit.

Description of Hermon, Very Stony

Setting
Landform: Hills, mountains
Landform position (two-dimensional): Summit, shoulder, backslope
Landform position (three-dimensional): Mountainflank, mountainbase, interfluve, 

nose slope, side slope
Down-slope shape: Convex
Across-slope shape: Convex
Parent material: Sandy and gravelly supraglacial meltout till derived from granite 

and gneiss

Typical profile
Oa - 0 to 2 inches: highly decomposed plant material
E - 2 to 3 inches: sandy loam
Bhs - 3 to 9 inches: sandy loam
Bs1 - 9 to 16 inches: very gravelly sandy loam
Bs2 - 16 to 32 inches: extremely gravelly loamy sand
C - 32 to 65 inches: very gravelly coarse sand

Properties and qualities
Slope: 8 to 15 percent
Surface area covered with cobbles, stones or boulders: 1.1 percent
Depth to restrictive feature: More than 80 inches
Drainage class: Somewhat excessively drained
Capacity of the most limiting layer to transmit water (Ksat): Moderately high to high 

(1.42 to 14.03 in/hr)
Depth to water table: More than 80 inches
Frequency of flooding: None
Frequency of ponding: None
Maximum salinity: Nonsaline (0.0 to 1.9 mmhos/cm)
Available water supply, 0 to 60 inches: Low (about 4.2 inches)

Interpretive groups
Land capability classification (irrigated): None specified
Land capability classification (nonirrigated): 6s

Custom Soil Resource Report

20



Hydrologic Soil Group: A
Ecological site: F144BY601ME - Dry Sand
Hydric soil rating: No

HlB—Hinckley loamy sand, 3 to 8 percent slopes

Map Unit Setting
National map unit symbol: 2svm8
Elevation: 0 to 1,430 feet
Mean annual precipitation: 36 to 53 inches
Mean annual air temperature: 39 to 55 degrees F
Frost-free period: 140 to 240 days
Farmland classification: Farmland of statewide importance

Map Unit Composition
Hinckley and similar soils: 85 percent
Estimates are based on observations, descriptions, and transects of the mapunit.

Description of Hinckley

Setting
Landform: Outwash plains, eskers, moraines, kame terraces, kames, outwash 

terraces, outwash deltas
Landform position (two-dimensional): Summit, shoulder, backslope, footslope
Landform position (three-dimensional): Nose slope, side slope, base slope, crest, 

riser, tread
Down-slope shape: Concave, convex, linear
Across-slope shape: Convex, linear, concave
Parent material: Sandy and gravelly glaciofluvial deposits derived from gneiss 

and/or granite and/or schist

Typical profile
Oe - 0 to 1 inches: moderately decomposed plant material
A - 1 to 8 inches: loamy sand
Bw1 - 8 to 11 inches: gravelly loamy sand
Bw2 - 11 to 16 inches: gravelly loamy sand
BC - 16 to 19 inches: very gravelly loamy sand
C - 19 to 65 inches: very gravelly sand

Properties and qualities
Slope: 3 to 8 percent
Depth to restrictive feature: More than 80 inches
Drainage class: Excessively drained
Runoff class: Very low
Capacity of the most limiting layer to transmit water (Ksat): Moderately high to very 

high (1.42 to 99.90 in/hr)
Depth to water table: More than 80 inches
Frequency of flooding: None
Frequency of ponding: None
Maximum salinity: Nonsaline (0.0 to 1.9 mmhos/cm)
Available water supply, 0 to 60 inches: Very low (about 3.0 inches)
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Interpretive groups
Land capability classification (irrigated): None specified
Land capability classification (nonirrigated): 3s
Hydrologic Soil Group: A
Ecological site: F144AY022MA - Dry Outwash
Hydric soil rating: No

HlC—Hinckley loamy sand, 8 to 15 percent slopes

Map Unit Setting
National map unit symbol: 2svm9
Elevation: 0 to 1,480 feet
Mean annual precipitation: 36 to 71 inches
Mean annual air temperature: 39 to 55 degrees F
Frost-free period: 140 to 240 days
Farmland classification: Not prime farmland

Map Unit Composition
Hinckley and similar soils: 85 percent
Estimates are based on observations, descriptions, and transects of the mapunit.

Description of Hinckley

Setting
Landform: Kame terraces, outwash plains, kames, eskers, moraines, outwash 

terraces, outwash deltas
Landform position (two-dimensional): Shoulder, backslope, footslope, toeslope
Landform position (three-dimensional): Head slope, nose slope, side slope, crest, 

riser
Down-slope shape: Concave, convex, linear
Across-slope shape: Convex, linear, concave
Parent material: Sandy and gravelly glaciofluvial deposits derived from gneiss 

and/or granite and/or schist

Typical profile
Oe - 0 to 1 inches: moderately decomposed plant material
A - 1 to 8 inches: loamy sand
Bw1 - 8 to 11 inches: gravelly loamy sand
Bw2 - 11 to 16 inches: gravelly loamy sand
BC - 16 to 19 inches: very gravelly loamy sand
C - 19 to 65 inches: very gravelly sand

Properties and qualities
Slope: 8 to 15 percent
Depth to restrictive feature: More than 80 inches
Drainage class: Excessively drained
Runoff class: Very low
Capacity of the most limiting layer to transmit water (Ksat): Moderately high to very 

high (1.42 to 99.90 in/hr)
Depth to water table: More than 80 inches
Frequency of flooding: None
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Frequency of ponding: None
Maximum salinity: Nonsaline (0.0 to 1.9 mmhos/cm)
Available water supply, 0 to 60 inches: Low (about 3.1 inches)

Interpretive groups
Land capability classification (irrigated): None specified
Land capability classification (nonirrigated): 4e
Hydrologic Soil Group: A
Ecological site: F144AY022MA - Dry Outwash
Hydric soil rating: No

WmB—Windsor loamy sand, 0 to 8 percent slopes

Map Unit Setting
National map unit symbol: 2w2x2
Elevation: 0 to 1,410 feet
Mean annual precipitation: 36 to 71 inches
Mean annual air temperature: 39 to 55 degrees F
Frost-free period: 140 to 240 days
Farmland classification: Farmland of statewide importance

Map Unit Composition
Windsor and similar soils: 85 percent
Estimates are based on observations, descriptions, and transects of the mapunit.

Description of Windsor

Setting
Landform: Outwash terraces, deltas, outwash plains, dunes
Landform position (three-dimensional): Tread, riser
Down-slope shape: Linear, convex
Across-slope shape: Linear, convex
Parent material: Loose sandy glaciofluvial deposits derived from granite and/or 

loose sandy glaciofluvial deposits derived from schist and/or loose sandy 
glaciofluvial deposits derived from gneiss

Typical profile
Oe - 0 to 1 inches: moderately decomposed plant material
A - 1 to 3 inches: loamy sand
Bw - 3 to 25 inches: loamy sand
C - 25 to 65 inches: sand

Properties and qualities
Slope: 0 to 8 percent
Depth to restrictive feature: More than 80 inches
Drainage class: Excessively drained
Runoff class: Low
Capacity of the most limiting layer to transmit water (Ksat): Moderately high to very 

high (1.42 to 99.90 in/hr)
Depth to water table: More than 80 inches
Frequency of flooding: None
Frequency of ponding: None
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Maximum salinity: Nonsaline (0.0 to 1.9 mmhos/cm)
Available water supply, 0 to 60 inches: Low (about 4.5 inches)

Interpretive groups
Land capability classification (irrigated): None specified
Land capability classification (nonirrigated): 2s
Hydrologic Soil Group: A
Ecological site: F144BY601ME - Dry Sand
Hydric soil rating: No

WsB—Woodbridge very stony fine sandy loam, 0 to 8 percent slopes

Map Unit Setting
National map unit symbol: blkh
Elevation: 20 to 920 feet
Mean annual precipitation: 49 to 49 inches
Mean annual air temperature: 45 degrees F
Frost-free period: 145 to 155 days
Farmland classification: Not prime farmland

Map Unit Composition
Woodbridge and similar soils: 85 percent
Estimates are based on observations, descriptions, and transects of the mapunit.

Description of Woodbridge

Setting
Landform: Till plains
Landform position (two-dimensional): Shoulder, backslope
Landform position (three-dimensional): Crest, side slope
Down-slope shape: Linear
Across-slope shape: Linear
Parent material: Coarse-loamy lodgment till derived from mica schist

Typical profile
Oa - 0 to 2 inches: highly decomposed plant material
H1 - 2 to 5 inches: fine sandy loam
H2 - 5 to 22 inches: fine sandy loam
H3 - 22 to 65 inches: fine sandy loam

Properties and qualities
Slope: 0 to 8 percent
Surface area covered with cobbles, stones or boulders: 1.6 percent
Depth to restrictive feature: 16 to 36 inches to densic material
Drainage class: Moderately well drained
Capacity of the most limiting layer to transmit water (Ksat): Moderately low to 

moderately high (0.06 to 0.60 in/hr)
Depth to water table: About 18 to 30 inches
Frequency of flooding: None
Frequency of ponding: None
Available water supply, 0 to 60 inches: Low (about 3.5 inches)
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Interpretive groups
Land capability classification (irrigated): None specified
Land capability classification (nonirrigated): 6s
Hydrologic Soil Group: C
Ecological site: F144BY501ME - Loamy Slope (Northern Hardwoods)
Hydric soil rating: No
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