NAPLES SELF-STORAGE

APPLICANT:

NAPLES
SELF-STORAGE, LLC

4023 DEAN MARTIN DRIVE
LAS VEGAS, NV 89103
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THE RECORD OWNER OF THE PARCEL IS NAPLES SELF STORAGE, LLC BY THE FOLLOWING DEEDS
RECORDED AT THE CUMBERLAND COUNTY REGISTRY OF DEEDS:

MAP R3, LOT 86 1-3 - DATED JUNE 18, 2002 IN BOOK 203, PAGE 504
MAP R3, LOT 86 1-4 - DATED JUNE 18, 2002 IN BOOK 203, PAGE 504

THE PROPERTY IS SHOWN AS LOTS 86 1-3 & 86 1-4 ON THE TOWN OF NAPLES TAX MAP R3 AND IS
LOCATED IN THE RURAL DISTRICT.

SPACE AND BULK CRITERIA FOR THE RURAL DISTRICT ARE AS FOLLOWS:

REQUIRED

MINIMUM LOT SIZE: 40,000SF
MINIMUM FRONT SETBACK: 20 FEET
MINIMUM SIDE SETBACK: 20 FEET
MINIMUM REAR SETBACK: 20 FEET
MAXIMUM BUILDING HEIGHT: 55 FEET
MAXIMUM BUILDING FOOTPRINT/STRUCTURE: N/A

MAXIMUM IMPERVIOUS LOT COVERAGE: N/A N/A

* SEE ORDINANCE FOR MORE SPECIFIC INFORMATION AND CONFIRM WITH A TOWN OFFICIAL.

NATURAL RESOURCE INVENTORY WAS PERFORMED ON THIS PROJECT SITE IN NOVEMBER OF 2020
BY GARY FULLERTON, LICENSED SITE EVALUATOR OF SEBAGO TECHNICS, INC.

BOUNDARY AND TOPOGRAPHIC INFORMATION SHOWN HEREON IS BASED UPON PLAN REFERENCE A.
PLAN REFERENCE:

A. BOUNDARY SURVEY OF 17 SERENITY HILL ESTATES, NAPLES, MAINE FOR NAPLES SELF-STORAGE
BY HOLDEN ENGINEERING & SURVEYING, INC. DATED SEPTEMBER 2020.

ALL WORK SHALL CONFORM TO THE APPLICABLE CODES AND ORDINANCES.

CONTRACTOR SHALL VISIT THE SITE AND FAMILIARIZE HIM OR HERSELF WITH ALL CONDITIONS
AFFECTING THE PROPOSED WORK AND SHALL MAKE PROVISIONS AS TO THE COST THEREOF.
CONTRACTOR SHALL BE RESPONSIBLE FOR FAMILIARIZING HIM OR HERSELF WITH ALL CONTRACT
DOCUMENTS, FIELD CONDITIONS AND DIMENSIONS AND CONFIRMING THAT THE WORK MAY BE
ACCOMPLISHED AS SHOWN PRIOR TO PROCEEDING WITH CONSTRUCTION. ANY DISCREPANCIES
SHALL BE BROUGHT TO THE ATTENTION OF THE ENGINEER PRIOR TO THE COMMENCEMENT OF
WORK.

CONTRACTOR SHALL NOTIFY ENGINEER OF ALL PRODUCTS OR ITEMS NOTED AS "EXISTING" WHICH
ARE NOT FOUND IN THE FIELD.

PROVIDE ALL EQUIPMENT AND MATERIALS IN ACCORDANCE WITH MANUFACTURER'S
RECOMMENDATIONS AND OWNER'S REQUIREMENTS UNLESS SPECIFICALLY OTHERWISE INDICATED
OR WHERE LOCAL CODES OR REGULATIONS TAKE PRECEDENCE.

CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND CONDITIONS IN THE FIELD PRIOR TO FABRICATION
AND ERECTION OF ANY MATERIAL. ANY UNUSUAL CONDITIONS SHALL BE REPORTED TO THE
ATTENTION OF THE ENGINEER.

CONTRACTOR SHALL CLEAN AND REMOVE DEBRIS AND SEDIMENT DEPOSITED ON PUBLIC. STREETS,
SIDEWALKS, ADJACENT AREAS, OR OTHER PUBLIC WAYS DUE TO CONSTRUCTION.

CONTRACTOR SHALL INCORPORATE PROVISIONS AS NECESSARY IN CONSTRUCTION TO PROTECT
EXISTING STRUCTURES, PHYSICAL FEATURES, AND MAINTAIN SITE STABILITY DURING
CONSTRUCTION. CONTRACTOR SHALL RESTORE ALL AREAS TO ORIGINAL CONDITION AND AS
DIRECTED BY DESIGN DRAWINGS.

SITE CONTRACTOR SHALL OBTAIN ALL REQUIRED PERMITS PRIOR TO CONSTRUCTION.

ALL EROSION AND SEDIMENT CONTROL MEASURES SHALL BE INSTALLED IN ACCORDANCE WITH
"MAINE EROSION AND SEDIMENT CONTROL BMPS" PUBLISHED BY THE BUREAU OF LAND AND WATER
QUALITY OF THE MAINE DEPARTMENT OF ENVIRONMENTAL PROTECTION, LATEST EDITION. IT SHALL
BE THE RESPONSIBILITY OF THE CONTRACTOR TO POSSESS A COPY OF THE EROSION CONTROL
PLAN AT ALL TIMES.

THE CONTRACTOR IS HEREBY CAUTIONED THAT ALL SITE FEATURES SHOWN HEREON ARE BASED ON
FIELD OBSERVATIONS BY THE SURVEYOR AND BY INFORMATION PROVIDED BY UTILITY COMPANIES.
THE INFORMATION IS NOT TO BE RELIED ON AS BEING EXACT OR COMPLETE. THE CONTRACTOR
SHALL CONTACT DIG SAFE (811) AT LEAST THREE (3) BUT NOT MORE THAN THIRTY (30) DAYS PRIOR
TO COMMENCEMENT OF EXCAVATION OR DEMOLITION TO VERIFY HORIZONTAL AND VERTICAL
LOCATION OF ALL UTILITIES.

CONTRACTOR SHALL BE AWARE THAT DIG SAFE ONLY NOTIFIES ITS "MEMBER" UTILITIES ABOUT THE
DIG. WHEN NOTIFIED, DIG SAFE WILL ADVISE CONTRACTOR OF MEMBER UTILITIES IN THE AREA.
CONTRACTOR IS RESPONSIBLE FOR IDENTIFYING AND CONTACTING NON-MEMBER UTILITIES
DIRECTLY. NON-MEMBER UTILITIES MAY INCLUDE TOWN OR CITY WATER AND SEWER DISTRICTS AND
SMALL LOCAL UTILITIES, AS WELL AS USG PUBLIC WORKS SYSTEMS.

CONTRACTORS SHALL BE RESPONSIBLE FOR COMPLIANCE WITH THE REQUIREMENTS OF 23 MRSA
3360-A. IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO COORDINATE WITH THE
APPROPRIATE UTILITIES TO OBTAIN AUTHORIZATION PRIOR TO RELOCATION OF ANY EXISTING
UTILITIES WHICH CONFLICT WITH THE PROPOSED IMPROVEMENTS SHOWN ON THESE PLANS. IF A
UTILITY CONFLICT ARISES, THE CONTRACTOR SHALL IMMEDIATELY NOTIFY THE OWNER, THE
MUNICIPALITY AND APPROPRIATE UTILITY COMPANY PRIOR TO PROCEEDING WITH ANY RELOCATION.

ALL PAVEMENT MARKINGS AND DIRECTIONAL SIGNAGE SHOWN ON THE PLAN SHALL CONFORM TO
THE MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES (MUTCD) STANDARDS.

ALL PAVEMENT JOINTS SHALL BE SAWCUT PRIOR TO PAVING TO PROVIDE A DURABLE AND UNIFORM
JOINT.

NO HOLES, TRENCHES OR STRUCTURES SHALL BE LEFT OPEN OVERNIGHT IN ANY EXCAVATION
ACCESSIBLE TO THE PUBLIC OR IN PUBLIC RIGHTS-OF-WAY.

IMMEDIATELY UPON COMPLETION OF CUTS/FILLS, THE CONTRACTOR SHALL STABILIZE DISTURBED
AREAS IN ACCORDANCE WITH EROSION CONTROL NOTES AND AS SPECIFIED ON PLANS.

THE CONTRACTOR SHALL BE FULLY AND SOLELY RESPONSIBLE FOR THE REMOVAL, REPLACEMENT
AND RECTIFICATION OF ALL DAMAGED AND DEFECTIVE MATERIAL AND WORKMANSHIP IN
CONNECTION WITH THE CONTRACT WORK. THE CONTRACTOR SHALL REPLACE OR REPAIR AS
DIRECTED BY THE OWNER ALL SUCH DAMAGED OR DEFECTIVE MATERIALS WHICH APPEAR WITHIN A
PERIOD OF ONE YEAR FROM THE DATE OF SUBSTANTIAL COMPLETION.

ALL WORK PERFORMED BY THE GENERAL CONTRACTOR AND/OR TRADE SUBCONTRACTOR SHALL
CONFORM TO THE REQUIREMENTS OF LOCAL, STATE OR FEDERAL LAWS, AS WELL AS ANY OTHER
GOVERNING REQUIREMENTS, WHETHER OR NOT SPECIFIED ON THE DRAWINGS.

WHERE THE TERMS "APPROVED EQUAL", "OTHER APPROVED", "EQUAL TO", "ACCEPTABLE" OR OTHER
GENERAL QUALIFYING TERMS ARE USED IN THESE NOTES, IT SHALL BE UNDERSTOOD THAT
REFERENCE IS MADE TO THE RULING AND JUDGEMENT OF SEBAGO TECHNICS, INC.

THE GENERAL CONTRACTOR SHALL PROVIDE ALL NECESSARY PROTECTION FOR THE WORK UNTIL
TURNED OVER TO THE OWNER.

THE GENERAL CONTRACTOR SHALL MAINTAIN A CURRENT AND COMPLETE SET OF CONSTRUCTION
DRAWINGS ON SITE DURING ALL PHASES OF CONSTRUCTION FOR USE OF ALL TRADES.

THE CONTRACTOR SHALL TAKE FULL RESPONSIBILITY FOR ANY CHANGES AND DEVIATION OF
APPROVED PLANS NOT AUTHORIZED BY THE ARCHITECT/ENGINEER AND/OR CLIENT/OWNER.

DETAILS ARE INTENDED TO SHOW END RESULT OF DESIGN. ANY MODIFICATION TO SUIT FIELD
DIMENSION AND CONDITION SHALL BE SUBMITTED TO THE ENGINEER FOR REVIEW AND APPROVAL
PRIOR TO ANY WORK.

BEFORE THE FINAL ACCEPTANCE OF THE PROJECT, THE CONTRACTOR SHALL REMOVE ALL
EQUIPMENT AND MATERIALS, REPAIR OR REPLACE PRIVATE OR PUBLIC PROPERTY WHICH MAY HAVE
BEEN DAMAGED OR DESTROYED DURING CONSTRUCTION, CLEAN THE AREAS WITHIN AND ADJACENT
TO THE PROJECT WHICH HAVE BEEN OBSTRUCTED BY HIS/HER OPERATIONS, AND LEAVE THE
PROJECT AREA NEAT AND PRESENTABLE.

ALL GRAVITY CONDUIT PIPES SHALL BE INSTALLED USING A PIPE LASER AND TARGET SYSTEM
THROUGH THE PIPE. ON PIPE RUNS 50 FEET OR LESS, THE THE CONTRACTOR SHALL REQUEST
ENGINEER'S APPROVAL TO USE A GROUND LASER.

CONTRACTOR SHALL BE RESPONSIBLE FOR MAINTAINING FLOW THROUGH THE EXISTING CLOSED
STORM DRAINAGE SYSTEM DURING CONSTRUCTION AND SHALL SUBMIT A WORK PLAN FOR
APPROVAL BY THE DESIGN ENGINEER.

BOUNDARY INFORMATION SHOWN HEREON IS BASED UPON LIDAR DATA AVAILABLE FROM THE TOWN
OF NAPLES AND AS DEPICTED IN PLAN REFERENCE 6A. THE TOPOGRAPHICAL INFORMATION SHOWN
HEREON IS SOLELY BASED UPON LIDAR TOPOGRAPHICAL INFORMATION PROVIDED BY THE OWNER.
SEBAGO TECHNICS, INC. MAKES NO REPRESENTATION AS TO THE ACCURACY OF THIS INFORMATION,
AND THROUGH DIRECTION OF THE OWNER, HAS RELIED UPON THIS INFORMATION FOR THE DESIGN.

DEMOLITION NOTES

PROTECT EXISTING BOUNDARY LINE MONUMENTATION. IF DISTURBED, EXISTING
MONUMENTATION TO BE RESET BY A PROFESSIONAL LAND SURVEYOR.

DEMOLITION OF UTILITIES REQUIRING TREE REMOVAL SHALL BE COORDINATED WITH THE OWNER
AND IN ACCORDANCE WITH PROJECT PLANS.

UTILITY DEMOLITION SHALL BE COMPLETED IN COORDINATION WITH NEW INFRASTRUCTURE.
CONTRACTOR SHALL ENSURE EXISTING SURFACE DRAINAGE IS MAINTAINED DURING
CONSTRUCTION.

EXISTING SEWER AND STORM DRAINAGE INFRASTRUCTURE TO REMAIN ACTIVE DURING
CONSTRUCTION AND UPON COMPLETION OF PROJECT. DEMOLITION/CONSTRUCTION ACTIVITIES
SHALL NOT INTERFERE OR IMPEDE EXISTING FLOWS. CONTRACTOR SHALL PROVIDE BYPASS
PUMPING AS REQUIRED DURING SEWER AND STORM DEMOLITION AND NEW CONSTRUCTION.
DAMAGE TO EXISTING SEWER INFRASTRUCTURE SHALL BE REPAIRED BY CONTRACTOR AT THEIR
EXPENSE.

PROTECT EXISTING UTILITIES NOT CALLED OUT TO BE REMOVED DURING CONSTRUCTION.

CONTRACTOR REQUIRED TO CONFIRM/MAINTAIN BENCHMARKS. IF IMPACTED CONTRACTOR IS
RESPONSIBLE FOR NOTIFICATION/RELOCATION AND COORDINATION WITH PROJECT TEAM.

GRADING & EROSION NOTES

SIDESLOPES SHALL NOT BE STEEPER THAN 3:1 (H:V) EXCEPT AS OTHERWISE IDENTIFIED ON THIS
PLAN. ALL SIDESLOPES STEEPER THAN 3:1 (H: V) SHALL BE LINED WITH EROSION CONTROL
BLANKET, OR ADDITIONAL MEASURES AS INDICATED.

2. ALL SEDIMENT AND EROSION CONTROL MEASURES SHALL BE INSTALLED IN ACCORDANCE WITH
"MAINE EROSION AND SEDIMENT CONTROL BMPS" MANUAL PUBLISHED BY BUREAU OF LAND AND
WATER QUALITY MAINE DEPARTMENT OF ENVIRONMENTAL PROTECTION, LATEST EDITION. IT
SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO POSSESS A COPY OF THE EROSION
CONTROL PLAN AT ALL TIMES.

3. ALL AREAS DISTURBED DURING CONSTRUCTION AND NOT RESTORED WITH IMPERVIOUS
SURFACES (BUILDINGS, PAVEMENTS, WALKS, ETC.) SHALL RECEIVE LOAM AND SEED PER DETAIL.

4. SEE UTILITY DRAWINGS FOR PIPE AND STRUCTURE DATA TABLES.

CONSTRUCTION PLAN

. PROVIDE EROSION CONTROL MEASURES PRIOR TO SITE DISTURBANCE.

2. WETLANDS, ASSOCIATED SETBACKS AND STREAM SETBACKS TO BE STAKED BY OWNER PRIOR TO
SITE DISTURBANCE.

3. BEFORE TREE CLEARING, REFER TO PLANS FOR WOODED BUFFER LOCATIONS. TREES SHALL NOT
BE CLEARED WITHIN DESIGNATED WOODED BUFFER AREAS.

4. GRADING AND CLEARING LIMITS SHALL NOT ENCROACH ON ADJACENT PROPERTIES UNLESS NOTED
OTHERWISE ON THE PLANS.

5. OPEN AREAS SHALL BE LIMITED TO AREAS BEING WORKED IN. THE AREA STRIPPED OF EXISTING
VEGETATION AT ANY GIVEN TIME SHALL BE MINIMIZED AND BE PHASED WHERE PRACTICAL SO THAT
AREAS ARE REVEGETATED AND PERMANENTLY STABILIZED BEFORE ADDITIONAL AREAS ARE

STRIPPED OF EXISTING VEGETATION. CONSTRUCTION BY USE OF RIPRAP, SEED, MULCH, OR OTHER

GROUND COVER WITHIN ONE WEEK FROM THE TIME IT WAS ACTIVELY WORKED. SURFACES SHALL
BE STABILIZED PRIOR TO DIRECTING STORMWATER RUNOFF TOWARD STORMWATER BMPS.
PLEASE REFER TO DRAINAGE PLANS FOR WATERSHED AREAS.

UTILITY NOTES

1.

UTILITY INFORMATION DEPICTED HEREON IS COMPILED USING PHYSICAL EVIDENCE LOCATED IN THE
FIELD. UTILITIES DEPICTED HEREON MAY NOT NECESSARILY REPRESENT ALL EXISTING UTILITIES.
CONTRACTORS AND/OR DESIGNERS NEED TO CONTACT DIG-SAFE SYSTEMS, INC. (1-888-DIG-SAFE)
AND FIELD VERIFY EXISTING UTILITIES PRIOR TO CONSTRUCTION AND/OR EXCAVATION. PROTECT
EXISTING ONSITE SEWER PIPE AND ADJUST MANHOLE RIMS TO GRADE WHERE APPLICABLE.

ALL GRAVITY CONDUIT PIPES SHALL BE INSTALLED USING A PIPE LASER AND TARGET SYSTEM
THROUGH THE PIPE. ON PIPE RUNS 50 FEET OR LESS, THE CONTRACTOR SHALL REQUEST
ENGINEER'S APPROVAL TO USE OR NOT USE A GROUND LASER.

PIPE:
. STORMDRAIN SHALL BE ADS N-12 DUAL WALL HDPE PIPE WITH SMOOTH-WALLED INTERIOR OR
APPROVED EQUAL UNLESS NOTED OTHERWISE ON THE UTILITY PLANS.

THE CONTRACTOR SHALL NOTIFY THE ENGINEER OF ANY GRADE CHANGES THAT WILL IMPACT
STORM DRAINAGE INFRASTRUCTURE OR OTHER UTILITIES.

CONTRACTOR SHALL FURNISH AND INSTALL TRENCHING, MATERIALS AND BACKFILL FOR ALL
UTILITIES.

UTILITY CONTACTS:
ELECTRIC:
CENTRAL MAINE POWER (CMP)
207-490-3075
JOB # XXXXXXX
ACCOUNT # XXXXXXX

CHRISTOPHER P. TAYLOR, PE 16677

20522 NL.dwg, TAB:NL

\unlu,, g
N 0%\ <
X~ Vo =
1 FE
S 58<:
< . 082>
}—0\739:
ZOOOéO\:
OOQ/\\
000009 K &
P \\‘\
Py
_J
™)
(D".
52
E g
O
&S
55
<
> -
29
om
Z W
-0
8e
z>
I -
S 3
Lz
8:
= <5
w kel
5 |2t
4 §§
o [a]
wl | 2%
Ox
L n D
Z 0
< = w
S| | %o
A2
% zd
Z i
 w
E o
Z T >
S| |
et 'é';
x <
O éLu
.. ;m
=E(Gla2
SE|2s
[T
DI 52
D026
— uJ;
N m%
S|l 6z
CDE Zo
%D dx
) <O
% Q
sy | ZN
SEEE
<|w|F=2
o _J
~
Om
S
v o
- N o
SR
S & 38
z|S 2 4¢3
mw =8
= 202«
QO S o
< © aq_
m c 0
woe =k
O|» 2
g n
=
wil=
V).
_J
\
@)
-
|
L L
A < I
O ¥
u PP
na v,
L (= r s
| L|_|<£ (W
—dnEd A48
a weyerg wWzg
zZ =) = o
< gFy ook
nrz niz
W WwES wzy
zZ <
LLI —ILIJU)" —|§(D
oy 0oy
Oi<w%%<ﬁw
ZOZ":ZLngi
_J
[ DESIGNED DJS |
DRAWN SRC
CHECKED CPT
DATE 03/08/21
SCALE NTS
L PROJECT 20522

SHEET 2 OF 7



















SRy

NF
PATRICK E. CONNOLLY
18211/128
MAP RO3 LOT 1-1

e

NF
EDWARD CONNOLLY
19636/298
MAP RO3 LOT 1-2
LOT 2 \
LOT NUMBER AS N\
DEPICTED ON
PLAN REFERENCE 68
(TYPICAL)
N\
\ | \ \
/ [ \
/ | 18" CMP
/ =,
POSSIBLE BURIED INVERT / / v 36 "
\ / J |
TN > - - o N 71 0° 20" |
15" HDPE OIS ettt L | \
INV.=370.15 - 123.00" "~ = T T———{_ /POSSIBLE BURIED INVERT
2 & / \
h %‘n =~ Yy ]
\‘ \l J 02 7 7n &
|
\ B

FFE=385.59

LOCATION MAP
GENERAL NOTES:

N.T.S.

1.

FFE=384.94

\
- ;K\,_\‘Nm_%‘@’f <_
\ T =-718.07 —_——
OHU— 2>, ~

s

4/

nHO

& \ ;
P / BOX TRUCK PARKED \ |
\
\ / \ /
\\ o
\ ®
X \
\\ |
\ \
\ ~
\
\
\
\
\\
\ 7.
\
\
—— M 8
~ /
m—— /
T —— /
T~
N 9.
TN
DIRT PILE ——— g\,
\
TR 3/4" IRON PIPE FOUND
&0 18" ABOVE GRADE
\ LOCATED AT BASE
\
BOAT WITHOUT TRAILER \ h
//N\
| |
\ W
/
\ | DEBRIS PILE 11.
|
\ AN \
/
N
\ // \\
// \
——-395-—v \
/ AN PROPERTY CURVE TABLE
\
\ \\?? \ cURVE| LENGTH| rRADIUS | CRD BEARING | CRD LENGTH
\
\ \2 00, c1 | 121.84' | 7119.97| N60°35 14" W 121.83'
\ ! c2 | s326 | 711997 N67°1730" W 53.26'
N
\ AN
\
\
\
[0 \\
AN N -
w\*™ AN RN NF
\ X N ! MKFT TIMBERLANDS, LLC
N 28449/23
\ /
\ N et MAP RO3LOT 2 LEGEND
, N -~ EXISTING
AN
2 g — - PROPERTY LINE/R.O.W.
-~ — — —— ABUTTERLINE/R.O.W.
\ © IRON PIPE/ROD
\ ~ -*— BM-17  BENCHMARK
Ve \\
\ 7 ~q00— -
. A BUILDING
\
\ \ EDGE PAVEMENT
N — —— —— — EDGE GRAVEL
\ TREELINE
\ -—-720-—- -~ 118 — - CONTOURS
\ STONE WALL
% CONIFEROUS TREE
\ 403 —— SIGN
\ / O UTILITY POLE
/ — GUY WIRE
\ SETBACK
1" IRON PIPE FOUND \ N ciL1 CURVEI/LINE NO.
14" ABOVE GRADE < 1" IRON PIPE FOUND
NF NOW OR FORMERLY
4\%; - g 12" ABOVE GRADE /
S 66°14'58" W - T =
NF
MKFT TIMBERLANDS, LLC
28449/23
MAP RO3LOT 2 GRAPHIC SCALE
30 0 15 30 60

Ty
(IN FEET)
1INCH = 30 FT.

THE RECORD OWNER OF THE PARCEL IS NAPLES SELF STORAGE NV, LLC BY CORRECTIVE DEED
DATED SEPTEMBER 16, 2020 AND RECORDED AT THE CUMBERLAND COUNTY REGISTRY OF DEEDS
(CCRD) IN BOOK 37298, PAGE 196, THIS DEED IS CORRECTIVE TO CCRD BOOK 37208, PAGE 291
DATED SEPTEMBER 15, 2020.

THE PROPERTY IS SHOWN AS LOTS 1-3 AND 1-4 ON THE TOWN OF NAPLES TAX MAP R3 AND IS
LOCATED IN THE COMMERCIAL DISTRICT.

SPACE AND BULK CRITERIA DEPICTED HEREON WERE TAKEN FROM PLAN REFERENCE 6A. THE
LOCUS PROPERTIES LIE MOSTLY WITHIN THE COMMERCIAL DISTRICT AS DEPICTED ON THE TOWN
OF NAPLES ZONING MAP DATED SEPTEMBER 2017. IT IS NOTED THAT THE COMMERCIAL DISTRICT
EXTENDS 500 FEET FROM THE CENTER OF ROUTE 302. A PORTION OF TAX MAP R3 LOT 1-3 FALLS IN
THE RURAL DISTRICT AS DEPICTED ON THE NAPLES ZONING MAP. INQUIRIES WERE MADE OF THE
CODE ENFORCEMENT OFFICE FOR THE TOWN OF NAPLES REGARDING THIS PROPERTY AND THE
GOVERNING SPACE AND BULK REQUIREMENTS. AT THE TIME OF THE ISSUANCE OF THIS PLAN NO
ANSWER HAD BEEN RECEIVED BY SEBAGO TECHNICS, INC.

MINIMUM LOT SIZE: 40,000 SQUARE FEET
MINIMUM STREET FRONTAGE: N/A

MINIMUM FRONT YARD: 20 FEET
MINIMUM SIDE YARD: 20 FEET
MINIMUM REAR YARD: 20 FEET
MAXIMUM BUILDING HEIGHT: 55 FEET

* SEE ORDINANCE FOR MORE PARTICULAR INFORMATION.

THE AREA OF LOT 3 IS APPROXIMATELY 3.04 ACRES. THE AREA OF LOT 4 IS APPROXIMATELY 0.92
ACRES. THE COMBINED AREA IS APPROXIMATELY 3.96 ACRES.

TOPOGRAPHIC INFORMATION SHOWN HEREON IS BASED UPON FIELD WORK PERFORMED BY
SEBAGO TECHNICS, INC. IN JANUARY, 2021. BOUNDARY INFORMATION SHOWN HEREON IS BASED
SOLELY UPON PLAN REFERENCE 6A. SEBAGO TECHNICS, INC. HAS NOT PERFORMED AN
INDEPENDENT BOUNDARY RETRACEMENT SURVEY OF THIS PROPERTY.

PLAN REFERENCES:

A. "ALTA/NSPS LAND TITLE SURVEY MADE FOR NAPLES SELF STORAGE, FIRST AMERICAN TITLE
INSURANCE COMPANY AND AMERICAN NATIONAL, LLC., 17 SERENITY HILL ESTATES, NAPLES,
ME 04055, COUNTY OF CUMBERLAND" BY HOLDEN ENGINEERING AND SURVEYING INC., DATED
SEPTEMBER 25, 2020.

B. "STANDARD BOUNDARY SURVEY 4 LOT SUBDIVISION, ROUTE 302, NAPLES, MAINE MADE FOR
NAPLES SELF-STORAGE, ROUTE 302, NAPLES, MAINE 04055" BY JKL LAND SURVEYING DATED
JUNE 18, 2002, THIS PLAN IS RECORDED AT THE CCRD IN PLAN BOOK 202, PAGE 627 AND PLAN
BOOK 203, PAGE 504.

PLAN ORIENTATION IS GRID NORTH, MAINE STATE PLANE COORDINATE SYSTEM, WEST ZONE
1802-NAD83, ELEVATIONS DEPICTED HEREON ARE NAVD88, BASED ON DUAL FREQUENCY GPS
OBSERVATIONS.

BENCHMARK:
BM-1 HORIZONTAL SPIKE IN CMP POLE #2 ELEVATION: 377.96 (NAVD88)

UTILITY INFORMATION DEPICTED HEREON, UNLESS OTHERWISE NOTED, IS OF QUALITY LEVEL D
PER AMERICAN SOCIETY OF CIVIL ENGINEERS (ASCE) STANDARD CI/ASCE 38-02. UTILITIES
DEPICTED HEREON MAY NOT NECESSARILY REPRESENT ALL EXISTING UTILITIES. CONTRACTORS
AND/OR DESIGNERS NEED TO CONTACT DIG-SAFE SYSTEMS, INC. (1-888-DIG-SAFE) AND FIELD
VERIFY EXISTING UTILITIES WITHIN THE PROJECT AREA PRIOR TO CONSTRUCTION AND/OR
EXCAVATION.

THE LOCUS PROPERTY AS DEPICTED HEREON DOES NOT FALL WITHIN A SPECIAL FLOOD HAZARD
AREA AS DELINEATED ON THE FLOOD INSURANCE RATE MAP FOR NAPLES, MAINE, CUMBERLAND
COUNTY, COMMUNITY-PANEL NUMBER 23005000058, HAVING AN EFFECTIVE DATE OF APRIL 1, 1982.
THE LOCUS FALLS WITHIN AN AREA IDENTIFIED AS ZONE C, AREAS OF MINIMAL FLOODING.

A WETLAND DELINEATION WAS PERFORMED ON THIS PROJECT SITE IN DECEMBER 2020 BY GARY M.
FULLERTON, LICENSED SOIL SCIENTIST OF SEBAGO TECHNICS, INC., NO WETLANDS WERE
OBSERVED ON THIS PROPERTY.

SURVEYOR'S STATEMENT

THIS SURVEY WAS PERFORMED UNDER MY DIRECT SUPERVISION
AND TO THE BEST OF MY KNOWLEDGE AND BELIEF, IT WAS DONE
IN ACCORDANCE WITH CHAPTER 90, PART 1 (PROFESSIONAL
STANDARDS OF PRACTICE) AND PART 2 (TECHNICAL STANDARDS
OF PRACTICE) OF THE MAINE BOARD OF LICENSURE FOR
PROFESSIONAL LAND SURVEYORS.

ARy S

CHARLES D. MARCHESE, PLS 2009 JANUARY 29, 2021

CHARLES D. MARCHESE, PLS 2009

20522EC.dwg, TAB:EC

THIS PLAN SHALL NOT BE MODIFIED WITHOUT WRITTEN PERMISSION FROM SEBAGO TECHNICS, INC. ANY ALTERATIONS,
AUTHORIZED OR OTHERWISE, SHALL BE AT THE USER'S SOLE RISK AND WITHOUT LIABILITY TO SEBAGO TECHNICS. INC.
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